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A 22 month program has been conducted to determine the effects of dormant operating
and storage conditions on electronic equipment and parts. An extensive data search has
been made covering major aerospace industries, research institutes, and government
agencies, The program also employs data from tests on Martin Marietta parts and equip-
ment with known storage histories,

Over 760 billion part-hours of dormant operating and storage information on various
part classes have been collected from all socurces, Of these data, approximately 76 bil-
lion part-hours are on railitary standard ¢.rts, 52 billion on selected military standard
parts, 630 billion on high reliability parts, and 3 billion on microcircuits.

These data have been processed and are presented in the form of storage or dormant
operating failure rates by part type and subtypes for the various part classes. Failure
rate charts have been constructed and partially validated for military standard and for
¢ high reliability part classes. Environmental effects of dormant onaration and storage on
the various part clagses are discussed together with some factors relating them to each
other whether in the dormant operating or storage mode,

! Test data from Martin Marietta storage programs have been statistically analyzed to
b . determine performance drift trends with nonoperating time. Part failures that occurred
SR during storage were dissected in the laboratory and failure mechanisms isolated.
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. Modeling techniques have been developed to show the methods by which realistic weap-
on system operational concept decisions are made t¢ obtain maximum reliability. The
use and validation of operational readiness models in making predictions are shown.
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ABSTRACT

A 22 month.program has been conducted to determine the effects of dor-
mant operating and storage conditions on electronic equipment and parts.
An extensive data search has been made covering major aerospace indus-
tries, research institutes, and government agencies. The program also
employes data from tests on Martin Marietta parts and equipment with
known storage histories.

Over 760 billion part-hours of dormant operating and storage informa-
tion on various part classes have been collected from all sources. Of these
data, approximately 76 billion part-hours are on military standard parts,
52 billion on selected military standard parts, 630 billion on high reliability
parts, and 3 billion on microcircuits.

These data have been processed ana are presented in the form of stor-
age or dormant operating failure rates by part type and subtypes for the
various part classes. Failure rate charts have been constructed :  par-
tially validated for military standard and for high reliability part ¢ :ges.
Environmental effects of dormant operation and storage on the various
part classes are discussed together with some factors relating them to
each other whether in the dorman! operating or storage mode.

Test data from Martin Marietta storage programs have been statistically
analyzed to determine performance drift trends with nonoperating time.
Part failures that occurred during storage were dissected in the laboratory
and failure mechanisms isolated. Case histories of these analyses and a
list of mechanisms found after nonoperating time periods are included in
the appendices of this report. The failure mechanism list includes the ex-
perience of both Martin Marietta and other contractors as noted in the lit-
erature.

Design notes, prepared for various high-usage parts, detail the preferred
application, procurement, vendor manufacturing, and user assembly prac-
tices. These practices are shown to result in maximum reliability during
nonoperating time periods.
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4 t Modeling techniques huve been developed to show the methods by which
; realistic weapon system operational concept decisions are made to obtain

maximum reliability. i

The use and validation of operational readiness models in making pre- .
dictions are shown. Techniques by which better weapon system design
decisions can be made to maintain the réquired operational readiness at
any time in the electronic system life cycle are also presented. Finally,
comparisons between nonoperating survival predictions and actual field ;
observations have been madé and included herein. '
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EVALUATION

1. The cbjective of this study was the development of quantitative
information describing the reliability of electronic equipment and
parts when subjected to storage and dormant stresses.

2. A large body of data was coliected that enableil the development

of failure rate values for high population parts of several quality
levels, The information was also s.xficient enough to show the effects
of equipment packaging and storage locations. The results of this
study will help to satisfy the requirements of Ogden Air Materiel Area
and the Ballistics Systems Division who had stated their need for such
data in planning and supporting future missile systems,

3. While the study was fairly comprehensive, there are gaps in the
data on certain types of parts. Also, data on drift failures were
scarce. This situation can be improved by the Reliability Analysis

Central.

Zogticd Eeddim

LESTER J. GUBBINS
Reliability Engineering Section
Reliability Branch
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SECTION 1
INTRODUCTION

Unusually high maintenance requirements experienced by electronic
equipment in use with the military services in the early 1960' s has led to
a concentrated study of dormant operating and storage conditions. The
problem assumed increased importance because operational readiness
could be significantly affected by failures during these nonoperating modes.
Other questions arose such as: How often should equipment in storage or
dormant operation be tested? What kind of failures should be expected?
What action can be taken to reduce nonoperating failures?

During this period, Martin Marietta Corporation initiated an industry-
wide survey which revealed that very little storage failure rate information
was available, A search for storage degradation data on component parts
(Reference 1), which was conducted in 1964, concluded that verification

data appear to be virtually nonexistent,

The storage mode has been defined as the state wherein a device is
not connected to a system but is packaged for preservation and experiences
somewhat benign environments. Dormant operation is the state wherein
a device is connected to a system in the normal operational configuration
and experiences below normal or periodic electrical and environmental
stresses for prolonged periods up to § years or more hefore being used

in a mission.

In order to gain a better understanding of nonoperating failure rates
and mechanisms, Rome Air Development Center awarded Contract AF30
{602)-3772 to Martin Marietta Corporation in May 1965,
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SECTION 2

SUMMARY

This contract has resulted in the collection and analysis of nonoperating
data in excess of 760 billion part-hours (one part times one nonoperating
hour = one part-hour) of experience, The maximum storage age of equip- (
ment on which this analysis is based is 7 years. None of this information
has previously been available to the aerospace industry, therefore, many
of the deficiencies which have been found in reliability modeling techniques

can now be alleviated.

Present day prediction methods for electronic systems consider elec-
trical stress, temperature stress, and use environment. This study program
has shown, however, that such factors as parts screening techniques, tol-
erance margins in application of parts, and the design of test and checkout
equipment play an even more important role in determining part failure
rates, Accurate quantification of these factors results in major improve-
ments in both prediction techniques and reliability control during design,
manufacturing, and use of a weapon system,

The nonoperating failure rate has been shown to be applicable to all
electronic systems observed, and this fact provides a significant advance ‘
in reliability analysvis, Using these failure rates, it is now pessible to
make more exact system predictions, tradeoff studies, and other reliability

decisions,

Mathematical models using nonopurating failure rates can now be used to
to predict operational readiness early in the contract definition phase by
merely knowing the total number and type of electronic parts in the system
being analyzed. This is a noticeable improvement from the past when
systems not inherently capable of surviving nonoperating periods were
not detected until well into the field use phase, some 5 to 7 years after

initial design.

This report will also facilitate the establishment of criteria that will
enable new equipment to withstand long term storage or dormant operation.
In addition, it will make possible the development of techniques for obtaining
maximum performance froin existing equipments that have been designed

without these criteria.
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SECTION 3

MARTIN MARIETTA TEST PROCGRAM

A. DESCRIPTION

The data presentad in this section are from Martini Marietta tests on
eight different hardware groups shown in Table I. Data for nonoperating
failure rates have been collected on electronic parts and equipments used
in several Martin Marietta programs. In order to analyze the effects of
storage, a comparison of parameter measurements before and after storage
was required. Not all parameters had been measured prior to placing the
hardware in storage. Therefore, the data presented represent only the
measurements that could be made within the limitations imposed by the
earlier test programs,

To determine the effects of turn-on transients and repeatability of test
equipment, and to segregate transient failures from storage induced fail-
ures, back to back testing techniques were used, This method entailed
testing the items twice in close succession, reducing the time between
tests to as near zero as possible,

Many times failure analysis will reveal mechanisms which are definitely
time dependent. However, another study (Reference 69) was performed to
assure that failures ascribed to storage were not really due to the turn-on
transients of the failure detection tests. This assurance was provided by
life test data on Pershing ground equipment which was monitored for fail-
ure during 162 turn-on cycles. After seven months storage, the equipment
was turned on once again, The statistical evidence clearly showed that
the number of failures produced by the 163rd turn-on cycle could not be
due to turn-on transients alone and that degradation had also occurred
during the seven months of storage.

1. Printed Circuit Boards (Group A)
With a known history of qualification tests, life tests, and/or age and

deterioration tests, 909 printed circuit boards were taken from a2 2 to 4
year storage period in a warehouse which was under a semitropical

Preceding page blank
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environment, and tested for the effects of storage. There was no visible
evidence of fungus. Testing was conduc*ed in a controlled environment
using a printed circuit test console.

TABLE I

Hardware Groups in Martin Marietta Test Program

Average
Sample Storage Temp | R. H.

Type Size Duration (°F) (%)

Printed circuit boards (Group A) 909 | 2 to 4 years 72 90

Printed circuit boards (Group B) 215 Various 72 90

Chassis asr mblies 114 | 1 to 2 years 72 90

Parts 1,356 1 year 72 60
Ultrasonically cleaned printed

circuit boards 75 | >3 years 72 60

Micromodules 1,506 1 year 72 90

T'est console parts 584 | >2 years 72 90

Microcircuits 165 i 2 to 3 years 72 60
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Testing was conducted in two cycles, Cycle I consisted of complete
testing of the boards using back-to-back testing techniques, failure de-
termination, repair, and subsequent return to storage, Cycle II consisted
of a duplication of this sequence after approximately 6 months of storage
following Cycle 1.

2. Printed Circuit Boards (Group R)

Group B consisted of 215 printed circuit boards that were made avail-
able for storage tests but whose previous history was noi completely
documented, Therefore, the boards were tested for circuit parameters
and the individual parts comprising the circuits were then tested for
tolerance drift. Data from these tests were used for part drift analysis
(Reference 58, section 4B).

3. Chassis Assemblies

A total of 114 chassis assemblies from prior test programs involving
qualification, life, and/or test-to-failure tests were also used for the
storage tests. The chassis had been stored on warehouse shelves in a
semitropical environment for 1 to 2 years. Testing was conducted using
specially designed test sets which supply the necessary power sources
and equipment indicators to verify proper operation of its chassis.
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Testing was conducted in two cycles. Cycle I consisted of complete
testing of the chassis using back..to~back testing techniques, failure
determination, repair, and subsequent return to storage. Cycle II con-
sisted of a duplication of this sequence after approximately 6 months of
storage following Cycle I.

4, Parts

A total of 1,356 parts, previously involved in various Martin Marietta
programs prior to a storage period, were retested for parameter degrada-
tion due to storage., Thne parts included resistors, capacitors, diodes,
transistors, and integrated circuits. Each part was individually packaged
and stored on shelves under controlled humidity and temperature (labora~
tory) conditions for approxir a ely ! year,

Individual part testing was conducted in two cycles, Cycle I defined the
first sequence of tests performed on all parts. Cycle II followed failure
determination and analysis and duplicated the prccedure of Cycle I,

5. Ultrasonically Cleaned Printed Circuit Boarda

The source of these items originated over 3 years ago when 75 shift-
register priuted circuit boards were evaluation tested at periodic intervals
after having been subjected to ultrasonic cleaning, A test tool was fabrica-
ted at that time to permit measurement of all parameters of the individual
par:s wkich make up the board circuit, At termination of this test program,
all boards were placed in storage under controlled humidity and temperature
(laboratory) conditions. These printed circuit parts were again retested,
this time for the effects of storage, utilizing the test tool and procedure
previously used.

This testing was conducted in two cycles. Cycle I provided complete
test, failure determination, and failure analysis of all parts which make
up the circuitry of these boards. Cycle II was a duplication of this proce-
dure at the conclusion of a 6 month storage period.

6. Micromodules

A total of 1,506 micromodules from prior tests, designed to determine
whether they would function properly when exposed to selected environ-
ments, were used for storage tests. The modules had been stored in a
semitropical environment for approximately 6 months prior to Phase L
Testing was conducted using a specially designed automatic test set which
supplied the necessary power sources and equipment indicators to verify
proper operation of the modules,
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During Phase I, micromodule testing was conducted.in two cycles.
Cycle I defined-the first sequence of tests performed., Cycle II followed
failure determination and analysis and -duplicated the procedure of Cycle
I. :

Following a storage period of approximately 7 months these items
underwent a third sequence of tests (Phase II) which duplicated the tests
performed in Phase I (previously referred to as Cycle I and Cycle II in
Reference 58).

Manufactured by Martin Marietta, these micromodules are in the form
of a cube that measures.0.600 + 0,010 inch and weights approximately
0.016 pound.

The following modules or elements which contain microcircuits or
discrete parts, or both, were included in the test program,

a. Input Converter Assembly

Each element contains 4 microcircuit two-input gates, 4 diodes, and
12 resistors. It converts incoming negative 12 volt logic to positive 3
volt logic. Eighty-eight input converter micromodules were available
from storage for test.

b. Output Converter

Each element contains 2 microcircuit two-input gates, 2 transistors,
4 diodes, and 6 resistors, Each of the two-input gates is designed to con~
vert positive 3 volt logic to negative 12 volt logic, One hundred forty-tiree
of these micromodules were available for test.

¢. Driver "D"

Each element contains 3 microcircuit three-input NOR gates, 1
microcircuit three-input lamp driver, and 3 resistors. This module is
used to operate 12 volt relay coils or indicator lamps with 3 volt logic
inputs. Sixty-eight of these iteins were available.

d. Half Adder

Each element contains 2 half adder microcircuits, This item is
used with complemented inputs to perform the half adder function. Three
hundred eighteen of these modules were avzailable for test.




Rlet

AN S P O 3 S O S N SN A s L

o .
,»%m’mlap o - [ n-g- .- wy [ RPN VIRIOR P Fimpaeten o A s i+ SR AR NN LN A S

Lo < el Ny e e w1

e. Gate "G" Modules.

Each:element cbntams 3 microcircint three-input NOR.gates which
performs the logic function Z = a+ b +.¢ =.a~b.c, Six hundred ninety-
two. of these items were available from storage for test.

£. Column Switch "CS"

Each element contains 5 capacitors which are used in conjunction
with a single shot module to obtain 0.48, 1, 2, 4, and 8 millisecond pulse-
widths, Thirty-three of these elements were available for testing.

g.. Relay "R"

Each element.contains 2 double pole, double throw relays. Each.
relay has 2 normally closed contacts capable of switching a 1 ampere signal
at 28 Vdc., Each relay coil has a diode across the coil to provide transient
suppression. One hundred fifteen of these ite.ns were available for test.

7. Test Console Parts

A total of 584 parts consisting of transistors and diodes were removed
from stored test consoles and tested for the effects of storage, These
parts had been in storage for approximately 26 months.

The test console parts tests were conducted in two cycles, Cycle I
defines the first sequence of tests performed, Cycle II began follovwing
failure determination and analysis,

8. Individual Monolithic Microcircuits

A total of 165 microcircuits were stored under controlled humidity
and temperature (laboratory) conditions, All of these samples were
tested for catastrophic storage effects during Phase I and Phase II of
the contract.

The Phase I storage period consisted of 11 months and Phase II was
9 months, All devices produced by different manufacturers were identified
by a distinct code.

B. DRIFT ANALYSIS

Data analysis of hardware types 1 through 7 (Table I) are contained in
section 4 of Reference 58,
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Table II lists the different types of microcircuits analyzed, the manu-
facturer code, the quantity in each group, and the general drift tendencies
«:f the parameters measured. The grand average of Table II represents
‘ the arithmetic mean of the total parameter medsurements recorded cor- Lo
E responding to their respective specification limits, Only 56 microcircuits -

had been tested priox to being placed in storage for Phase I; therefore,
" the drift analysis is devoted exclusively to these units.

The drift rate per month reflects the rate calculated by fitting a regres- o
sion line to the three data points recorded during storage. Thé rates given
do not reflect any adjustment for test equipment error which could have ' ,
some effect upon the readings. Since the typical test equipment used could o
not have contributed more than 0.01 percent error to each mean measure-
ment, this effect on drift rate would appear to be minor. However, when '
using the drift rates, they are meant only as a preliminary guide toward
general drift tendencies,
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The results of this analysis indicate that some parameters can vary
erratically during storage and still remain in specification, while others !
tend to drift consistently in one direction.

Input turn-off current appears to increase or remain about the snme
rather than decrease. Aithough output level.off voltage has a negative
drift rate on both gates and flip-flops, it appears to be erratic in nature.

Microcircuit parameters tend to vary irregularly during storage. If
data could be accumulated over a longer period of time with frequent
readings taken, a more definite drift trend might become apparent.
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SECTION 4

FAILURE RATES AND FACTORS

A, INTRODUCTION

In compiling the part data for analysis, it was necessary to group these
data by part classification and by mode (storage or dormancy) within each
part classification. Because microcircuits are of major interest, these
have been discussed separately in addition to being grouped within their
normal part classification. The classifications used for this data grouping
are listed and described in Table III.

A 8 Ak~ A W

Table IV shows the quantity of raw data available by part classification
at the present time. This report presents the resultant failure rates and
factors for which data are available (Table IV). Where sufficient data are
not available within a part classification, the resultant failure rates and
factors are reported as not currently available,

- [ I RS ey R X

Generally, the nonoperating experience in part-hours and failure infor-
mation have been logically combined to calculate the dormant operating
and the storage failure rates shown in this chapter. All of these data have
been evaluated to the lowest level possible (part type or subtype) within
each part classification. The reported experience in part-hours for certain
part types may exceed the sum of the subtypes which comprise that class.
This is because data collected were only identified to the part type level
and not the part subtype level.

In addition, some data have heen collected which indicate the type of
failure, i.e., catastrophic and drift, Catastrophic failures are defined as
a change in the characteristics of a part resulting in a complete lack of
useful per{ormance of that part. A drift failure is any change in a par-
ticular parameter such that the resulting parameter measurement is not
within the parameter range requirements stipulated in the governing spec-
ification or document.

Failure rates on components and electronic assemblies, such as printed
circuit boards and chassis, were reported in Reference 58. Since no
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additional data have been collected on components, the earlier listing is
not repeated herein,

1. Commercial Part Class

All of the 33 million part-hours of data collected on commercial parts
are in the storage mode. The quantity of data is very limited. No catas-
trophic failures and some drift failures have been observed to date. As
a result, only limiting values for failure rates can be determined. These

+ are shown in Table V.,

2. Military Standard Part Class

Over 76 billion part-hours of data have been amassed on mijlitary
standard parts in the storage mode. In the case of high usage parts, suf-
ficient data have been collected to permit determination of the high usage
part failure rates., With low usage parts, a collection of additional part-
hours of experience is still needed. Table VI reflects the storage failure
rates on military standard parts.

Over 64 million part-hours of experience have been collected in the
dormant operating mode, No drift and six catastrophic failures have been
observed to date and as a result, mostly limiting values for failure r.tes
can be established. These are shown in Table VII.

3. Selected Military Standard Part Class

Over 52 billion part-hours of data have been accumulated on this class

of parts in the storage mode. Some high usage parts have sufficient storage
experience so that failure rates can be established. The remaining selected

military standard parts require additional part-hours of experience to
accurately establish their associated failure rates. Table VIII reflects
the storage failure rates on this class of parts.

In the dormant operating mode, over 24 million part-hours of data have

been collected. Two failures have been observed to date., The resulting
dormant operating failure rates for selected military standard parts are
listed in Table IX,

4, High Reliability Part Class

Over 189 billion part-hours of data have been amassed on high reliability
parts in the storage mode. This experience is all on electronic parts, and

none on electromechanical parts. In addition, only catastrophic failures
have been reported. The resulting catastrophic storage failure rates on
high reliability parts are shown in Table X,
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TABLE XI
Observed Dormant Operating Part Failure Rates,
High Reliability Partu
Experience Catastrophic . Drifts*
Part Hours (X106) [Fallures| x Fits |Failures] » Fits
Capacitors 37,854.8072 25 0.66
Ceramic 367.8716 0 < 2.72
Glass 13,227.0501 1 0.08
Mica 879.0000 0 <114
Paper 5,704.5858 0 < 0.18
Paper foil film 12,2343 0 < 81.7
Plastic 210.0780 0 < 4.76
Tantalum foil wet 4,202.3437 2 0.48
Tantalum slug wat 203.7637 14 68.7
Tantalum soli¢ 12,687.5244 8 0.63
Tantalum solid, polarized 147.2330 0 < 6.79
Inductive device, inductior RF 958,0000 0 < 1.04
Resistors 186,018.8092 33 0.18
Fixed 186,018,8092 33 0.18
Carbon composition 169,811.5285 15 0.09
Film 9,305.3103 13 1.40
Carbon 1,836.3026 11 5.99
Metal . 7,458.4609 2 0.27
Metal Grid 10,5468 0 < 94.82
Thermistors 1.2656 0 < 790
Wirewound §,900.7048 5 0.72 ‘
Power 786.4306 ° 0 < 1.27
Precision 2,066.8181 3 1.45
Semicornductors
Diodes 154,669,3281 156 1.01
High power rectifier (S1) 2,125.8589 2 C.
Medium power rectifier (Si) 1,629.5712 2 1.23
Medium power zéner (Si) 641.734? 31 63.9
Low power rectifier (Si) 134,973.3625 57 0.42
General purpose 6,993.3886 3 0.43
L.ow power zener (Si} 6,024.3875 33 5.48
Medium power micro 102.0928 8 8.4
Low power micro 1,178.7075 10 8.48
Gallium Arsenide 0.4219 0 < 2370
Microcircuits 1,345.3469 55 40.9
DTL 1,231.8636 49 39.8
Linear 113.4833 6 $2.9
Transistors 60,682.6622 285 4.70
High power (Si) 99.9835 42 420
High power alloy (Ge) 1,393.1014 29 20.8
Low power alloy (Ge) 20,347.7304 111 5.45
Low power (Si) 37,610.8273 79 2.10

*Not currently available
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In the dormant operating mode, more than 441 billion part-hours of
data have been‘amassed-on high reliability parts. This expérience is
primarily on electronic parts, and only catastrophic failures have heéen
reported. Table XI lists the dormant operating failure rates for high
reliability parts.

5. Microcircuits
a. Normal Temperatures (25°C)

Because of the current interest in microcircuits by both industry and
government, a detailed discussion on the dormant operating and storage
data on microcircuits is included,

Of the approximately 3 billion part-hours of data collected to date
on this part type, about 2.8 billion are at normal (25°C) temperatures., The
remaining data are at elevated temperatures, Table XII shows a source
breakdown by approximate quantities and part class for the 2.8 billion
part-hours of microcircuit data at normal temperatures,

Although nc military specifications are presently in existence for
military standard and high reliability microcircuts, the data were classified
in this manner according to the associated testing and screening described
in Table IIT,

TABLE XII

Scurces of Microcircuit and Dormant Operating Data for
Normal Temperatures

Microcircuit Experience (25°C)
Part-Hours (X106)
Sterage Dormant Operating
Source Military Standard Class High Reliability Class
Vendor
Field 118.7 -
Laboratory 65.9 39,5
Sub total ~ Vendor 184.6 39.5
Non vendor
Field 1166.6 1383.3
Laboratory _. 8.4 .
Sub total - Non vendor 1175.0 1383.3
Total | 1359.6 1422.8
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Tables XIII and XIV present catastrophic microcircuit failure rates
by source (vendor or nonvendor) for storage and dormant operations,
respectively.

The 25°C storage and dormant catastrophic failure rates of Tables
XIII and XIV should be considered in the light of the best current operating
experience data reported in the most current literature, References 51 to.
56 and 61 to 68 best furnish current operating information and estimates.

b. Elevated Temperatures

Data on microcircuits have been collected and grouped by source
of data (vendor and nonvendor) and by environment (field or laboratory)
for both the storage and dormant operating modes, The total data avail-
able for temperature analysis is on microcircuits spanning the 1963 to
1966 time period and amounts to 2.99 billion part-hours of experience, of
which vendor data comprises (.39 billion and non vendor 2,60 billion, In
only a few instances were storage drift failures reported; thus, any
determination of drift failure rate variation with temperature had to be
precluded from the following analysis.

1) Analysis of Storage Data

The determination of the catastrophic failure rate of microcircuits
versus temperature begins with a critical review of both vendor and non-
vendor storage data in order to derive meaningful information and to
evaluate any spparent implications or anomalies. Table XV has been
constructed to aid in this eva:uation,

To investigate the possibiliiy of true time acceleration and to
assist in evaluating the differences between the vendor and nonvendor data,
an analysis was made based upon the Arrhcnius theory., The data from
Table XV are plotted in Figure 1. The data utilized in constructirg Figure
1 covers various microcircuit types of different vintages and uinder various
field and laboratory environments. Figure 1 is not intended to provide data
or test criteria on specific microcircuit device types, but i¢ intended to
indicate the average trend of microcircuit devices as a whois.

Both the vendor and nonvendor data in Figure 1 show a decreasing
linear failure rate with the reciprocal of the absolote temperature, thus
verifying the use of the Arrhenius model for applications in aging processes
in which temperature is the only accelerating factor. In addition, the trend
lines for the vendor and nunvendor data are not significantly different.
Because of their mathematical similarity, the vendor and nonvendor data
may be logically combined, the resulting Arrhenirs curve deterimined, and

32




B T N A T R T TEVINONE

T e

e tay“.«.;utu.ex: Sl ot 2 b i R

N

LT R, SRR L
N

5T

(a7 R ———

!
!
,M
82 02.9°6S¢°1 ICPUSAUON pUE
Jopusa 180
o°L1 (4 22%0°GLT T £°E7y 8 86%9°981 57e303 qng
y
¢eT > 0 0SLG L 892 T 002°Le PRTITIU3PT JON
& eLIY > -0 0¥1¢°0 eF¥iL > 0 00%1°0 1LY
) T°LT 414 20%9°991°1 6°TG (4 0%9¢°8¢ 1LY
9891 > 0 0€68°0 1°6% S 8SHL 811 T.La
$3In0J10 paleadajul
5114 X saanireq Awoaﬁ SJnoH jaed | SITA X | §3Jnires Amoﬁua Sanoif ied
(D.67) aouarzadxy (D g2) doustaadxy
ejed JIOPUIAUON €12 IOpUSA

gaanjedadura g,
TEWION -0} (SSBID pIepuels AIeji[IN A[IIeWId)
S3INOJTOOIOIIN S938Y Soanyred adeaols »rydoajsere)d paaIasqo

X J1dV.L

33

N,




TIHE S e o e gyorpi st o

s

Dt e oo
B TR N S )

-

Ed d e o s

s

P T2 e e g

TR0 L e
.
SR

KRy raheis g e

6 % €9 ST6L GEVT Jaopusauou
1 pue xopuas TEj0J,
M
S°g¥ €9. 6.62°¢8¢T ggzZ > ] 9€€5°6¢ STe10, W.
£82 9 0961°12 -- - -- PaLTIUapT 10N
6°25 9 £€8% 11 - - -- Jeauyy
=~ - -- LLg > ] 0809°¢ Tzl
-- - -- €61 > 0 L691°S 1100
-- - -~ 8'19>! o0 08L1°91 1OFN ®
LLI I 0£¥9°S -- - -- 1104
ST1 T , ©LS9°8 69T > 0 6290°9 LY
L76¢ 8% 98L2°%£21 811 > 4] $615°8 1Ld
) S3INDI10 pajeasdajul
ST X | seanfred | (g0TX) SanoH jred | sjId X |soanired | (g0TX) SInoH jred
(D.52) ouarxadxyy (D.62) @ouaraadxy
ele JOPU3AUON ele( JIOpUdA

ssanjedaduwra g,
TBUIION JI03 (SSB1D paepuels ATejriN L[irewtad)
SIINOJID0IDTIN Sa1ey aJn(ieg juewaoq olydoaiseie)) peaIasqO

AIX 19V L

sttt B oSl




e S e e T

t

PR

i L B T o e iR Y

T R ear T st s o
h ,

L S e S S L R I

SR T el

RERARY

e TR T SR

00%£2 £y ge8°1 00¢ 009%32 6 99g°v

000¥ 1 L1 £12°1 052 -- -- --

0L9¥ ze L%8°9 002 009%T ST 820°1

00L¢g €2 £12°9 SLT e19T 1 619°0

0LST ¥e 129°12 05T 0,82 9 v£5°2

0gv1 6 92¢°9 (141 ooeT 6 ¥96°8

ey 3 099781 T4 0°LT ¥ 220°GL11

B CE L a0 soanjred (90TX) (Do) (ST ) saanired (g01X)

ajey aanireq | orydoaiseye) | sanoy jred | sanjegadwuaJ,| 21€y aanireg | orydoaiseied | sanoy jaed
aydoaiseie) | jo Jequiny | sousrasdxg owydoajseyen | jo gaquiny | aouarzadxd

LaojeaoyeT pue pialdg e IOPUIA

" Kaoyeaoqer] pue pIatg e1e(l IOPUSAUON

ad41, aoanog £q eyeq aanire adeaols
JINOJTIOOIDIN pIepue)ls AIejIfiin

AX JA1dVL

35




PRI V) R oy By ey e o as

o R

B e g e

SR LTI L AT NI T S < I

ARSI S A

e

-

Nonvendor data trend based
on 6 points containing 1189 x
108 part-hours of data

-\

k|

10,000

1,900

L ]
Vendor dah‘ trend bno‘d on
7 points containing 229 x 106
part=hours of data
®
AN Y
ALY
i\

Catastrophic Failure Rate ~ A (fits)

O Vendor \\
@ Nonvendor \
100 \
\
N
AV
XXA})
3&5 5&5 585 175150125 100 75 50 25
Temperature ~ °C
1 L i 1
0 50 100 150 200 250 300 350

Reciprocal of Absolute Tempersture ~ -'I'"l"l—( (x 107°)

5

Figure i. Arrhenius Plots of Military Standard Microcircuit
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this resulting curve used as the basis to determine failure rates and ac-
celeration factors. Table XVI presents the combined data.

TABLE XVI

Military Standard Microcircuit Storage Failure Data
Sources Combined

Reciprocal Observed
of Absnlute Experience Number of | Catastrophic
Temperature | Temperature | Part-Hours | Catastrophic | Failure Rates
(¢C) (1/°K) (X106) Failures Fits
25 0.00336 1,359,672 28 20.6
125 0.00251 15.290 18 1,180
150 0.00236 24,155 40 1,660
175 0.00223 6.832 24 3,510
200 0.00211 7.875 47 5,970
250 0.00191 1.213 17 14,000
300 0.00175 2,201 52 23,600

The combined data from Table XVI are plotted in Figure 2; a
weighted semilogarithmic linear regression analysis has been performed,
and the resulting straight line plotted. The weighted analysis accounts
for the quantity of data for each point and proportionately emphasizes each
point by the preponderance of its data with respect to the total quantity of
data, The regression analysis is shown in Appendix D,

In addition, Figure 2 shows a comparison of the present Arrhenius
plot of the combined military standard microcircuit catastrophic storage
failure data to an Arrhenius plot in Reference 11. The agreement between
both of these Arrhenius plots can be readily seen, especially in the 175 to
250 range for the reciprocal of absolute temperature. The minor difference
between these two curves can be attributed to 1) the Arrhenius plot from
Reference 11 is based on a small quantity of data over a limited range of
reciprocal temperatures. This means the slope of the curve is sensitive
to the individual data points. As little as a 3 degree change in the slope
of the Reference 11 curve would make it colinear with the current data
curve; 2) the Arrhenius plot from Reference 11 is based on microcircuit
data prior to October 1964, while the combined vendor and nonvendor plot
contains data as recent as January 1967, Reliability growth, where de-
monstrated in more recently manufactured microcircuits, would result in
the reduction of the failure rates associated with them. These lower
failure rates afford good reason for affecting the slope of the combined
vendor and nonvendor data Arrhenius plot. They also serve to bot: rotate
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and translate the curve from the Referznce 11 prediction (with extrapola- :
tion) to the-current well-validated location shown in Figure 2. R

t

The best indication of the average catastrophic failure rates for L
field or laboratory storage as a function of temperature is shown in Figure
3. This Figure is based on the assumption of an exponential relationship
of the catastrophic failure rate and the reciprocal of absolute temperature

- us shown in Figure 2,
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The catastrophic failure rate of 20.6 fits for storage at 25°C is
signiricant if only for the reason that the amount of experience on which
it is based, about 1,36 billion part-hours, is the largest quantity of storage
data obtained to date for microcircuits,
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2) Analysis of Dormant Operating Data
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The determination of the catastrophic failure rate of high reliabil-
ity microcircuits versus temperature may properly begin with a review of
all the vendor and nonvendor dormant operating data in order to derive
meaningful information and evaluate any apparent implications or anomalies.
Table XVII shuows the difference between vendor and nonvendor data and
that there is currently not a sufficient number of data points to permit the
coastruction of an Arrhenius curve based on a semilogarithmic linear
regression analysis,
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Figure 3. Average Catastrophic Storage Failure Rates for All Types of
Military Standard Microcircuits in Various Conditions of
Field or Laboratory Storage (Combined Vendor and Nonvendor Data)
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B. ENVIRONMENTAL FACTORS

1. Temperature Factors

The data accumulated are from varying temperature conditions, Some
k- equipment underwent cyclic temperature stress, while other equipment
| remained at almost constant temperature.

a. Military Standard Parts

Approximately one percent of the military standard parts data were
obtained from equipment stored under natural climatic cyclic stresses
which ranged from -65 to +160°F, 95 percent from +10° to +110°F, and 4 g
percent at a constant temperature. When combined, all data experienced '
an average climatic temperature of +73°F, Because of the limited tem-
perature range and inability to determine exact mean storage temperature,
no pronounced difference in the equiprnent storage catastrophic failure ]:
rates can be identified between the group of equipment stored at a constant L
temperature and either group of equipment that underwent temperature
cycles,

. A e e = -

~

b. High Reliability Parts
~
Approximately 30 percent of the high reliability parts\data were ob-
tained from equipment subjected to natural climatic cyclic stresses in
transportation and depots. The most probable temperature range asso-
ciated with this data is +10 to +110°F, with an average of 75 +5°F. Seventy
percent of the data was obtained from equipment in environmentally con-
troiled chambers held at a constant temperature of 77°F. When combined,
all data experienced an average temperature of 77°F. No pronounced dif-
ference in the catastrophic failure rates, storage or dormant operating,
\ can be identified between the group of equipment at a constant temperature
and the group of equipment that underwent temperature cycles,

e e e

AV S SRR W,k phren ¥ an S N Bk g e

N

\'{ Humidity Factors

,a. Military Standard Parts

\\ The data accumulated on military standard parts were observed to L
be within a humidity range of 5 to 100 percent and to have a mean of 67 ‘
percent. Approximately 60 percent of the data was from equipment stored
at a relatively constant humidity while 40 percent was from equipment
subjected to humidity cycling.
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The data were sorted into predominant humidity percentiles and the
failure rate for each determined. This analysis approach.failed to yield
a significant difference between the various percentiles. The reason has
been attributed to one or more of the following factors.

1 The method of data grouping cannot account for humidity cycling
effects;

2 The degree of humidity protection afforded each group of equip-
ments varied within each percentile and from percentile to per-
centile;

feo

Data having a humidity equal to or near a percentile transition
point might unduly bias the percentile into which it has been
grouped,

Since the analysis approach by humidity percentiles yielded no usable
results on humidity effects on failure rates, another approach was tried
1o evaluate the effects of humidity on equipment not in a container versus
equipment in a container with humidity control. The results of this ap-
proach are described in paragraph 3 of this section.

b. High Reliability Parts

Since approximately 100 percent of the data on high reliability parts
was maintained at a relatively constant humidity, no analysis could be
made concerning the effects of various humidities.

3. Location, Transportation, and Hand'ing Factors
a. Military Standard Parts

Packaging, handling, shipping, and other combined environmental
effects at different locations indicated a significant difference in the non-
operating failure rates. Data from the various laboratory locations where
the parts were stored, handled, and exposed to typical laboratory con-
ditions have been accumulated to give a factior for the laboratory mode.
Data from the depots and/or warehouses where the parts were shipped,
handled, packaged, stored, and exposed te different environmental con-
ditions either in or out of containers affording envirommental protection
have been accumulated tc give a factor for the depot and/or warehouse
mode., Data from parts shipped and stored under field conditions have
been accumulated in a similar manner to give a factor for the fiela mode.
& The nonoperating location mode factors (Kj,) that include effects of tranz-
n portation and handling hae been calculated by using the accumulated
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failure rates on all electronic parts in each'mode and determining ap-
propriate ratios, equating the laboratecry ervironment to -unity; These
factors are given below in Table XVIII. ‘Before additional breakdowns ‘of
location mode factors-can be-accomplished, accumulation of more-data is
necessary. It should also be noted that these Kj, factor. are not intended
-as multipliers for the nonoperating discrete part failure rates shown in
this renort, but rather are intended as severity indicators.

TABLE XVIII

Nonoperating Location Mode Factors (K;p ) for Various Modecs for
Military Standard Part Class (Normalized to Laboratory Nonoperatmg)

Locatxon Mode | Part-Hours

Factor of Experience
Nonoperating Environment (KL) (X106)
Labhoratory 1.0 23,110
Depot and/or warenouse in container 1.3 2,093
Depot and/or warehouse not in container 4.0 46,912
Field in container 4.4 203
Field not in container 21.3 1,441

b. High Reliability Parts

Almost 100 percent of the data in the high reliability part category
has been collected from equipment in like field modes. As a result, no
location mode factors can be developed from current data for established

reliability parts.
c¢. Microcircuits

Over 96 percent of the microcircuit data has been collected from
equipment in the field from nonvendor sources. About 3 percent has been
collected from vendor laboratory sources.

Estimates of the location mode factors (KL) can be developed for
storage and dormant operation. Table XIX pr:sents these factors. It
should also be noted that Table XIX factors are not intended as multipliers
for the nonoperating failure rates shown in this report, but rather are
intended as severity indicators.
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TABLE XIX

Storage and Dormant Operating L.ocation Mode Factors (Ky,)
for Various Modes for Microcircuit Part Class
(Normalized to Laboratory Storage)

Location Mode Factor

(KL) |

Nonoperating Dormant Experience ,
Environment Storage Operating | Part-Hours (X100) }
Laboratory 1.0 1.9 113.9 ;
Depot, warehouse, or 1.3 3.3 2549,9 §
chamber having en- |
vironmental control |

C. CONSTRUCTION OF CATASTROPHIC FAILURE RATE TABLES

1, Military Standard Parts, Nonoperating Storage

A preliminary failure rate table (Reference 70) was constructed before
this program began, This was based on over 2 billion pari-hours of ex-
perience and the engineering judgement of part specialists who wpplied

ranking analysis techniques to the various categories of parts under their
cognizance,

i

P
e o~ v

The addition of over 74 billion part-hours experience compiled on 3
military standard parts in this program has not, in itself, obviated the
neced for engineering judgment. Rather, such a number has demanded

more careful engineering judgment because of its magnitude and the ef-
fecis of its application,

Therefore, parts descriptions have been studied and raw data censored
so it could be applied to the best advantage in constructing Table XX, In
so doing, some of the data had to be discarded. For example: filters, '\
listed under Inductive Devices, in the raw data had to be set aside because

it is more likely that the filters were actually capacitors. Fortuna«toly,
such examples were the exception,

More often, apparent anomalies arose where the raw data did not seem
to bear out the earlier rank ordering that had been developed. For in-
stance, the reliability of transistors was ranked in the order of the type
of construction and processing; planar first, mesa next, and alloy last.
Other authorities have concurred with this judgment and some have
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TA¥
Catastrophic Failure Rates Norope
1 2 3 4
Resistore Capacliors Semiconductors Transformers Electrol
and Frsquency and Microcircuits and Inductors Rotatir
Determining Devices ~All Devices 5t Except (Ge)~
10,090
5,000 _— Synuarv devic
[Elcctromechanlca
2,000 l AC and uC meter
1,000 Hybria microcircuuts, discrete DO tor
500 Hybrid microcircuts, thin M e—— Variabie autotransfut il AC mn'ur
[ Gyros
Silicon controlled rectifier
200 Aluminum, electrolytic Unljunction trarsistor J Variable RF colls apen o AC s
Medium power diode, micro RF transformer
. ) o Hybrid cirecult, thick film a F cofl olded
100 }—Piez.electric quarts crystal { Monolithic microctreuit, anziog I Y,;;‘::’l:oﬁs cons m e Acctler
Monolithic microcircuit, digital
10— Mier 1
L High power alluy transistor (Ge)
50 Microws»c diodes RF  hokes, culls l— D ., power, mot
High power alloy trarsistor
. tiigh power mesa transistor
30¢ N, High power uiode, zener
“ Variable ceramic (CV) Low power diode, micro AL, power,
20 } Variable ceramic, tubular Fleld effect transistor junction A(\Zﬂ ! ,\r' i
Variable glass, tubular B High power planar transistor === Magnetic amplifier T~ AC, 1»;\: ,-.w
15 Tantalum, wet, fot) and slog \ Low power alloy transistor switch (Ge) L A Reners
Medium power alloy transistor
10 { vartable air Medium power diode, zener _____{ Pulge transformer
1 Mica Low power diode, {Ge) Power transformer
. Me ifum power mesa transistor
7 j= o Variable carbon row power alloy transistor
Varlable wirewound Low power mesa transistor
Variable trimmner, wirewound
5 Variable trimfnm metal {ilm Medium power planar tranglstor
Carbon film ’ Low power diode, zener Power reactors, inds.te: 8, and Lhvkes fe——————m—s
Wirewound, precision Metalzed Mylar Bridges, 4 dlodes encapsulatea
Therm{ators and varistors Metalilzed polycarbonate High pewer diode
3 Metalitzed paper — Low power planar transistor
Tantalum, solid Mediur. power diode
Foil, paper
Foll, paper-Ayiar
2 Wirewuand, puwer Audiv iransiut et
L5
Foil, Mylar
Metal film Foil polycarbonate .
! "I‘ln oxide Foll, polystyrene - Luw puwer divde
Ceramfc, general purpose
0.3
Foll, Teflon
0.2 Ceramic temperature compensating
- Porcelain
Glass
0.1 Carbon wwmpusitio
0.05
0.02
Q01
0.005
H

+Fits per pin socket connector




TABLE XX

., Gatastrophic Failure Rates Nonoperating Storage Mode, Military Standard Parts
5 5 k4 8 9
Electromechanical Switches and R.lays Connectors®  and Hydraulfcs Pyrotechnical and Mic:
Rotating Devices Electron Tubes Electrochemical H:
evices
Electrohydraulic servos —
( Pumps/motors Ag - Zn primary
|.— Synchro devices, brush type P ors ____ 1 [ batterles
{ Seale, dynamtc Explosive bolts
f Electromechanicsl timers Acceleration timer switch
1 AC and DC meters, panel, D'Arsoaval ] Interval imer ‘
Thermal timer . ‘
DC torquers Stepper, Ledex, industrial type Electrchydraulic c
Stepper, telephone type { transducers |
Electronic timers !
Thermal switch
AC mclor tachometers Dry circult relay Det 8
Gyros Sensitive relay, opening < 100 MW Llﬂ““"s
Motor driven timer
Pressure switch .
Circuit breaker
Con*ractor, load> 10 Amp A
AC servos Push button switch °
Precision switch, limit
Inertial switch Flulds, lubst '
Sequential timer uids, lubricants Bellows
Accel rSolcnold operated walves Timers | -
Armature reiay Servo vive
Rotary switch
Toggle switch
w—t— DC, power, motors and generators —h ¢ One-sixth size crystal can relay
\ Haif size crystal can relay
AC, pov.er, induction motor Squibs
nplifier — —— AC, powur, #ynhronoud MOt et Reed relay s Eleciron tubes, receivei type 1 Motors —
AC, generators
JAccumulators
Actuators hydrutie
Crystal can relay Static scals Lalteh
Self-opersting wlves
Regulatora
{ Insul
Tupe | Bear
( Coaxinl, all types
Signal, rectangular, crimp, high dentity
Slgnal, rectangular, solder, mimature
Signal, edge, crimp
Signal, rectangular, crimp, minfuture
Signal, pin socket, solder
Signal, pin socket, crimp
Stormer Mercury Wett~d relay e, Signal, edge, solder ] Relief valves
Power, rectangular, solder, blind riate Check valves
Power, rectangular, crimp, blind mate
Powxer, rectangular, solder, screw lock
\\ Puwer, rectangular, «rimp, 8« rew loch
Signal, rectangular, solder, high densaty
5 Signal, circular, solder, kigh density
e Power, bayonnet, solder
. Power, threaded, solder
Power, bayonet, crimp
Power, threaded, crimp
- Signal, dircular, solder, miniature  ———d Gauges —
s Signal, circular, crimp, high density
- \ Signal, circular, crimp, miniature
Ay Reservoirs r Genr
- | Manual vaives \ Stray
3 Ciut:
Sling
- Fittings, tubiag-fimble Cont
r Quick
Quick
T ./'1 Clamj
i nserts
3 Nuts
(3 Bolts and
= Toits and
(e Permane:
L, {1
Ls
_f:‘
2}
e
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predicted that the planar process will be the one that survives (Reference
44). Yet, the raw data indicate that high power alloy transistors are more
reliable than high power mesa transistors. The low power transistor data
seem to validate the original judgment, as far as may be required for a 50
percent decade scale (Reference 47). This enabled taking a first step in
ranking failure rates for a possible military standard parts catastrophic
failure rate tabl: as initially seen in Table XXV and Table XXVI of Ref-
erence 38,

a. Influence of High Reliability Experience Data on Military Standard
Parts Storage Failure Rates

The addition of about 190 billion part-hours of high reliability
storage experience has enabled a second step to be taken in ranking of
military standard failure rates along with taking a first step in ranking
high reliability storage failure rates (Table XXI).

Table XXI has been constructed using the weight of the very sub-
stantial experience data accumulated for low power planar transistors and
low power diodes as a foundation for the low failure rate end of the scale.
The higher end of the scale has been influenced by the considerable amount
of experience data for low and high power alloy germanium transistors.

Engineering judgment in the use of ranking analysis has been used
wherever experience data are insufficient or lacking by recognizing con-
siderations such as:

1 The higher reliability inherent in silicon compared with germanium

for higher temperature military applications,

| Do

A transistor is essentially two diodes back to back,

The consistently higher failure rate seen for zener diodes in the
raw data was accepted and explained by the fact that iess stand-
ardized design can be seen in the construction of zener diodes.
In addition, two pellets are sometimes used in zener diodes,
especially in reference units to secure low temperature co-
efficients.

| eo

The failure rates obtained for milifary standard parts in the second
step are generally lower than estimated in the first step. The large
amounts of experience data oblained from both military standard and high
reliability sources has also made it possible to use a 25 percent decade
scale with finer resolution and the added advantage of providing closer
correlation with key raw data failure rate values.
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A 3 to 1 ratio for military standard part failure rates to those of
high reliability is now observed at the lower end of the failure rate scale.
This ratio rises to about 10 to 1 at the higher end of the failure rate scale.

b. Problem Areas and Accuracy

A continuous source of anomalies from raw data concerns low pop-
ulation items where the amount of experience data available is insufficient,
Where no failures have been observed, the technique of assuming one
failure to calculate a 'less than' failure rate value produces some dis-
continuities which also require engineering judgment tc rationalize and
smooth the scale of failure rates.

This philosophy has been used throughout the construction of Table
XX for military standard parts and Table XXII for high reliability parts.
Engineering judgment will continue to be required until equally large
amounts of experience data and numbers of failures become available for
all the different kinds and reliability grades of parts, Meanwhile, it is ¢
believed that use of the failure rates shown in the failure rate tables will
result in conservative predictions and safe design practices, especially
for the large population items in column 1, 2, and 3 of both Tables since

the items contained therein represent the majority of the experience data
accumulated.

Tables XX and XXII do nct faithfully reflect raw data failure rates.
The disparity of experience data in many areas would not permit this, No
special claims are made for demonstrated accuracy because of the amount
of necessary engineering judgment involved,

¢. Validation

Over 76 billion part-hours of experience data were considered for -
all categories of Table XX, Military Standard. The only items with some - — ‘
validation in column 8, Hydraulics, and column 10, Microwave Hardware -
are:

1 Servovalves: 29 x/lgfdpart-ah‘()ﬁrs, 2 failures; 68.9 fits,

e

"

-

,Z/M"z::'f"cﬁ’vg\;é cavities: 1 x 106 part-hours, 0 failures; <945 fits.

@
el

2. High Reliability Parts, Nonoperating Storage

a. Validation

The large population parts failure rates found in column 1, 2, and
3 of Table XXII are now validated on the basis of about 190 hillion part-
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TABLE XXI1

Catastrophic Fallure Rates Nonoperating Storage Mode, High Reliability Pu

. 1 2 3 4 3

! Resijstors Capacitors Semiconductors Transformers and Inductors Ele

and Frequency and Microcircuits Ro

10,000 Determinating Devices ~All Devices Si Except (Ge) ~ .

{ 5,000 '
i

H 2,000 Synchro devi

1,000 Electromec]

\ AC and DC1

{ )

; :

] .

500 Hybrid microcircuits, discrete—~——— Variable autotransformers DC torqueri

200 Hybrid microcircuits, thin film Variable RF coils, open AC motor ti

3

N 100} Piezoelectric quartz crystal Variable RF coils, molded AC servos.
t
i

+
)

i !
' Alurmi SCR, silicon controlled rectifier DC motors,
. s electrolytic { Unijunction transistor \ °C generat
30 Medium power diode, micro .
20 Monclithic microcircuit, analog !
Thick film hybrid circuit !
. Micromndulos ACmotors,
; 10 \ Monolithi. .x;lcroclrcun. digital RF chok coils AC motors
%’ 2 High power alloy transistor (Ge) AC general
% Variable, carbon composition Variable ceramic {CV) ;;i‘lc; owave dlﬁdu "
¢ 5 Variable, wirewound ——mee—{ Variable ceramic, tubular Hith power alloy transistor
gh power mesa transistor
] Varfable trimmer, wirewound Variable glass, tubular High power dlode, zener

Low powe: diode, micro

fFleld effect transistor, junction
High power planar transistor
Low power alloy transistor,switch(Ge)| [ Nonhermetic filament transformer .

Variable trimmer, metal film

Carbon film
Thermistors and varistors

¥
T Nenhermetic pulse transformer PRV > 1000 ;
3 . Medivm power alloy transistor Nonhermetic mag, amplifier M
¢ 2 ! {,am‘a::;m. iwet. toul and slug K Medium power diodes, zencr ———K Nonhermetic audio transfermer E Emamme ]
¢ l ariable air Low power diode (Ge) Nonhermetic pulse transformer, PkV < 1000 ’
A Nerhermetic power transformer
[ | Nonnermeus puwes iCaRtST
. W) A e [ Medium vower mesa tr t - — —
N : - i \ Low power alloy tranststor - =T ——

¢ honoperating Fallure Rate in Fits (Failures/10% Part~-Hours)

c,‘.m;\tm
\

\

i

Low power mesa transistor
Medium power pianar transistor
Low power diodes, zener I
Bridges, 4 diodes encapsulated
{ High power diode

Low power planar transistor

Hermetic mag, amplifier
Hermetic audio transformer —
Hermetic pulse transformer PkV > 1000
Hermetic power transformer

{ Mica

[

Wirewound, pr

e
-

NMetallized Mylar
Metallized polycarbonate
0.5 Metallized paper

- Foll, paper
03 Foll, paper Mylar

* Tantalum, solid

Fofl, Mylar

Foil, polycarbonate
Foll, polystyrene
Ceramic, general purpose

Hermetic pulee transformer, PKV < 1000 .
Hermetic power reactor

o] Medium power dlcde._—_.___--{

Low power dfode

Tin oxide
Metal film

0.2

{erewound. power

0.1

Foil, Teflon

Porcelain

Glass

Ceramic, temperature
compensating

0.05] Carbon coriposition e e

0.02

0.01
*Powder chirge and bridgeware.
1 Fits per pin socket connection

-




TABLE XXI1

e et

ariable autotransformers

i Noahermetic filament transtormer

i} Nonhermetic pulse tranaformer PkV > 1000

Nonhermetic mag, amplifier

_Nonhermetic audio transformer
Nonhermetic pulse transformer, PkV < 1000
. Nonhermetic power transformer

j{ Nonhermetic power reactor

h

. Hermet{c audio transformer

Reliability Parts 3
Ll
s 6 7 ’ 5
Electromechanical Switches and Relays Connectors} i
Rotating Devices 4
110,000
5,000 '
Synchro devices, brusn type Acceleraticn timer switch 2,000 4
Electromechanical timers ¥
Th .
| AC and DC meters, panel, D'Arsonval | e 2t tmer 1.000 §
Thermal switch -
Stepper, ledex, industrial type N
DC torquer Stepper, telephone type 500 «
Electronic timers N
- . Dry circuit relay 5
AC motor 8 Sensor relay, opening < 100 MW 200 !
Circuit breaker :
Contactor, load > 10 Amp :
AC servos Push button switch 100 .
Precision switch, Hmit .
Squib* .
DC motors, power Rotary switch
L DC generators Toggle switch 50
;
One-sixth size crystal can relay 20
Half size crystal can relay :
AC motors, induction, power type "
AC motors synchronous power type ~—~{ Reed relay 10 B
AC generators :
Microminiature erystal can relay Tape s !
| Squib switch '
1
Coaxial, all types '
Signal, rectangular, crimp, high density
Signal, rectangular, solder, minfature
Signal, edge, crimp
Signal, rectangular, crimp, miniature |
Signal, pin sockat, solder 2 y
Y

—— e e

Mercury wetted relay

| Hermetfc pulse transformer PkV > 1000
{ Hermetic power transformer

ff Hermetic pulse transformer, PkV < 1000

Signal, pin socket, crimp

Signal, edge, solder

Power, rectangular, solder blind mate

Power, rectangular, crimp, blind mate
Power, rectangular, solder, screw lock

~Powex-. rectangular, crimp, screw lock

’Slgnal. rectangulur, solder, hish density

1

Signal, circular, solder, high density
Power, bayonet, solder

Power, threaded, solder

Power, bayonet, crimp

Power, threaded, crimp

Signal, circular, solder minlature

-

R Hermetic power reactor 2:5::}: ::::le:: :;}::g fﬁfﬁm’e"’ 0%

0.2

0.1
; i 0.05
0.02
0.0L
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hours experience data ranked in the manner shown in Table XXI.

b. Failure Rates

The average failure rate for all the electronic discrete parts in the
high reliability group is 74 failures + 189.9 x 109 part-hours = 0.390 fits,
in storage. The average failure rate for all the electronic military stand-
ard parts is 216 failures + 71.8 X 109 part-hours = 3.01 fits, in storage.

A ratio of about 7.7 times (5.01 + 0.390 = 7,7) higher failure rates
is thus found for electronic military standard parts in storage, on the
average, compared with elecironic high reliability parts all contained in
column 1, 2, and 2.

The failure rates given in columns 4 through 7 of Table XXII are
e.ther shown the same as first estimated in Table XX or improved based
on various reports current in the industry. They represent best en-
gineering judgment at this time.

3. Dormant Operating Mode, High Reliability

The average failure rate for all discrete electronic high reliability
parts in the dormant mode is 554 failures + 441.6 x 109 part-hours
= 1.25 fits, Thus, a dormant to storage ratio factor for high reliability
parts can be determined as 1,25 fits, dormant + 0.390 {its, storage
= 3.21 times, and Table XXII may also be used for the dormant nonoperat-
ing mode when the 3.21 times factor is applied.

4. Application of Failure Rate Tables

Tables XX and XXII have been constructed for estimating the rate of
random, i.e., accidental, catastrophic failures which may be anticipated
in new design work. It is not intended that specific wearout life informa-
tion be derived from these tables, The data used for constructing these
tables were obtained from systems in their useful onerating life period
and do not include any wearout period information.

D. AVERAGE DISCRETE PART FAILURE RATES, RELATIONSHIPS,
RATIOS, AND ENHANCEMENT FACTORS

An analysis has been performed on the total quantity of storage and
dormant operating data available on elecironic parts in order to establish
average part failure rates, relationships, ratios, and enhancement factors
between the various part classes by type of failure.
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1. Average Storage and Dormant Operating Electronic Part Failure Rates

The average observed storage and dormant operating part failure rates
for all electronic discrete parts can be determined based on the data con-
tained in Tables V through XI. Table XXIII presents these average failure
rates by parts classification. Some of the failure rates are based on a
small quantity of data taken primarily from one type of part. Those fail-
ure rates so indicated are to be used with caution.

2. Observed Electronic Part Failure Rate Ratios Within Part Classes

Based upon Table XXIII, the ratios within each electronic part class
can be determined between catastrophic and drift failures and between
dormant operating and storage failures. Table XXIV presents some of
the more useful ratios. Some of the ratios are based on a small quantity
of data taken primarily from one type of part. Those ratios so indicated
are to be used with caution.

3. Reliability Enhancement Factors

In an attempt to determine how much reliability improvement in elec-
tronic parts can be attained through the use of higher classes of parts, a
nomograph, Figure 4, has been constructed based upon military standard
parts. The enhancement factors for the operating, dormant operating, and
storage modes have been plotted using the best information available and
estimates the reliability enhancement factor mode. Table XXV lists these

factors.

TABLE XXIII

Observed Part Failure Rates by Part Classes
(Electronic Parts Only)

Average Part Failure Rates
Fits
Storage Dormant Operating
Catastrophic| Drift | Catastrophid Drift
Part Class A B C D

1 Commercial < 30%f 9747 No data | No data

2 Military slandard 3.0 2.0 937 < 16%F
3 Selected military standard 2.6 Nao data 831 < 4,2%%
4 High reliability 0.39 No data 1.25 No data

*Assumes cue failure

tReprecents less than 1 percent of totel data and primarily on one iype

of part.
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TABLE XXIV

Observed Failure Ratios by Parts Class

(Electronic Parts Only)

B B ey Y SIS

\ Storage Cat | A Dor Op Cat |\ Dor Op Cat
X Storage Drift | X Dor Op Drift | A Storage Cat
Part Class E F G
1 Commercial No data No data No data
2 Military standard 1.5 > 5.8/1%7 17/1%
3 Selected military standard{ No data > 20/ 1kt 32/11
4 High reliability No data No data 3.2/1

e ———

T e e —
Y. Kl N
u LA, s

e Faandt L1l

*Assumes one failure
TRepresents less than 1 percent of total data and primarily on one type

of part.
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TABLE XXV

Estimated Reliability Enhancement Factors for Various Part Classes
Over Military Standard Parts
(Electronic Parts Only)

{ Estimated

) Reliability Enhancement

TF' Factors

” Operating Dormancy Storage
2 Military standard 1 1 1

& 3 Selected military standard 5-20 3.0-7.7 2.0-3.8
4 High reliability 30-75 12.0-22.6 5.2-7.7

.
A
fage e

Table XXV shows the potential increase in reliability by use of different
part classes. For instance use of high reliability parts will decrease stor-
age failure by 5.2 to 7.7, dormancy failures by 12.0 to 22.6, and operating
failures by 30 to 75 times. Table XXV can also be normalized to any parts
class shown in order to make comparisons other than to military standard

parts.

E. AVERAGE SYSTEM FAILURE RATES, FACTORS,
AND GROWTH ANALYSIS

An analysis was performed on the nonoperating data observed for
thirteen separate and distinct systems to determine reliability growth,
nonoperating system failure rates, and factors.
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1. Average System Failure Rates

Using data from thirteen electronic systems, T:_a_ble\}Q{VI was con-
structed to determine nonoperating failure rates by diifereni <lasses and
types of parts.

2, Nonoperating System Part Factors
By normializing the average nonoperating system part failure rates of

Table XXVi to block 4A of the table, the relative system noncperating
factors czn be determined by the following matrix,

,Paft Type ‘
Storage Dormancy
. A B C D E F G H
3 1 % * % * % % * %
-
O 2 6.8 10.0 11,8 18.0 * * * %
vt 3 4.5 4,5 * * * ® * X
L4 1.0 10  * % 2.0 2.0 * %
*No data available to determine factor

The factors in the matrix are in descending order for each column and
ascending order for each row, These indicate the relative severity of the
modes and reliability improvement achieved on systems using a better
class of parts. Some factors not presently available in the matrix can be
reasonably estimated. These estimates can be utilized until actual data
become available,

3. Reliability Growth for Stored Electronic Systems Utilizing Military
Standard Parts

Figures 5, 6, and 7 show the system catastrophic storage failure rates
versus the system activation year, Regression line analysis of the data
has been utilized in order to determine trends, The calcuiaticns for each
regression and correlation factor follow Figures 5, 6, and 7.

The determination of regression lines and correlation factors is as
follows,
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TAB

Determination of Average Nonoperating Sys‘%
Type of Parts for Storage

Storage Mode

PR

i Electronic Parts Electronic and Electy

Catastrophic Total Catastrophic
Failure Data Failure Data #ailure Data
A B C
, X A A
. Part-Hours . Part-Hours . Pzrt-Hours
Failure Experience Failure Experience Failure Experience
Sys-| Rate xp 9 Sys-| Rate P 9 Sys~{ Rate P 9 b
Part Class tem | (fits) (x 10%) tem | (fits) (x 107) tem | (fitg) (x 107)
§
; 1. Commercial * % * % % *
2. Military standard a 2.3 36.64 a 2.3 36.64 ¢ 3.5 0.85
b 3.5 7.19 c 5.0 7.19 a 3.9 37.64
c 3.8 0.80 b 12.0 0.80 d 4.8 2.73
d 4.8 2.50 d 22.7 2.50 e 4.9 0.20
e 5.9 0.17 e 23.5 0.17 b 8.5 8.69
X 2.7 47.30 X 4.0 47.30 |X 4.7 50.11
w w w
' * 3. Select military standard f 1.0 3.06 f 1,0 3.06 * *
: g 1.9 41,17 g i.9 41.17
ho| <20t | __e55 7 | b | <20t 0.53
"
i-<Z.41 0.41 i <2,.4% 0.41
— | _
__— X, | .8 4517 X | 18 45.7
s
o
//4. High reliability k 0.4 189.90 k 0.4 189.9 k *

* No data available

1 Assumes one failure




TABLE XXVI

Type of Parts for Storage and Dormant Operating Modes

n of Average Nonoperating System Part Failure Rates by Different Classes and

age Mode Dormant Operating Md
 Electronic and Electromechanical Parts Electronic Parts Ele
" Catastrophic Total Catastrophic Total Cat
Failure Data Faijlure Data Failure Data Failure Data Faij
C D E F |
A A A A
Sys-! Rate P 9 Sys-| Rate P 9 "~ |Sys-| Rate P 9 Sys-| Rate P 9 Sys——Rq
tem | (fits) (x 107) |tem | (fits) {x 10°) [tem ; (fits) (x 10%) [tem | (fits) | (x. 1875 |temn| (fi
_ il ’/
* * * * * e /‘./”/ *
; - //’
c 3.5 5.85 a 4.0 37.64 * Tk ¥
2 3.9 37.64 c 5.5 0.85
d 4.8 2,73 b 16.0 8.69
.49 0.20 a | 22.7 2,73 ,
| 85— 8.9 e | 24.7 0.20
= -
X 4,7 50.11 X 7.2 50.11
w w
* * * # *
k * k j | <o.71 2.79 j 1 <0.71 2.79 ¢
1 | 0.8 | 430.04 1 | "e.8 | 430,04 1
m | 2.0 7.04 m | 21.0 7.04 m
X 0.8 | 439.87 X 0.8 439.87
w w
- f C
3 O




LT -
. Classes and T

Dormant Operating Mode o -
1 Electronic Parts Electronic gnd»Ei‘éEtromecW rts
ptastrophic Total } M,w’éiﬁstfophié/,// Total
gilure Data Failure Data—"" /Faﬂunc-f‘ﬁata Failure Data
s e ) P G H
' __,/“"ﬂ - by //
— ) ,//"V A )\
Part-Hours Part-Hours . Part-Hours Part-Hours
—'MQ;: Failure Experience Failure Experience Failure Experience
pe 9 Sys-| Rate P 9 Sys-| Rate P % Sys-| Rate xp %
(x 10°) [tem | (fits) {(x 107) tem | (fits) (x 10%) tem | (fits) (x 19%)
* * * * * * *
* * * *
* * * *
!
2.79 j | <0.7%1 2,79 j * j *
430.04 1 0.8 430.04 1 * 1 *
7.04 m | 21.0 7.04 m * m *
439.87 ’}Ew 0.8 | 439.87
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o is Y7 = -0.88X + 6.88 with corre-
b7 lation factor (r) = -0.68
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O
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S 4|Eliminating d (est), the .
n trend is as shown L_
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Electronic System Activation Year

Figure 5. Electronic and Electromechanical Military Standard Part
Reliability Growth for Stored Eiectronic Systems
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Using d (estimated), the Regression Line
is Yp = 0.03X + 3.98 with Correlation
Factor (r) = 0.03

& diestimated)
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Electronic System Activation Year

Figure 6. Electronic Military Standard Part Reliability Growth for

Stored Electronic Systems
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YT = Electronic + Electromechanical Combined
YE = Electronic Parts Only
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2
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Electionic System Activation Year

* Note: Use of linear regression lines as indicators for Ygy and YT
after 1962 is invalid, because each line approaches its limiting

mgure 7.

value.
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a. Regression Line (YT) for Electronic and Electromechanical Parts

‘ X Yt XY x2 v2
' 0 8.5 0.0 0 73.10
1 4.9 4.9 1 24.10
X = 0 at 1959
2 3.9 1.8 4 1521 17 - 0ot 0 Fits
3 3.5  10.5 9 12.25
4 48 19.2 16 23.04

zZ10 25.6 42.4 30 147,70

(ZEXXZY) (10)(25.6)
o XY -5 B4 -Te T 44-512 _ -8.8
2 30-20 T 10
zx? - EX) 30 - 102
N 5
m = -0,88

(ZX)ZXY) - (Z‘:Y)(EXz) _ {10)(42.4) - (25.6)(30) _424- 768 _344

(=X)° - NEX") 10 - 530y 100-150 50
¢ = 688
",',I, = mX+c¢
Y, = -0.88X + 6.85.

b. Correlation Factor Determination (rT) Electronic and Electrome-
chanical Parts

1 —_
N EXY) - (XNY)

(GX)(GY)
X . ZX 10 ¥ . ZY _ 256
X —?—5—200 Y-N-S 512

1 =1 -
F(EXY) = £(42.4) = 8.48
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2 1._.2 =2 1 2
= e— - = — (R - = - =
Oy = (X% - () =(20) - 2 6.00 - 4.00 = 2.00
i
o =2 = 1.414 1
X z
0.2 = -—1~(Z‘.Y2) - (’*;")2 -1 (147.70) - (5.12)% = 29.54-26.21 = 3.33
Y N 5
oy = 1.825 :
_(8.48) - (2.00) (5.12) _ =176 _ i
T ® T(1.414) (1.825)  2.58 -0.68 ;‘

c. Regression Line (YE) for Electronic Parts Only |

X v XY X2 v
0 3.5 0 0 12,25 i
1 5.9 5.9 1 34,81 ;
2 2.3 4.6 4 5,29 s
3 3.8 11.4 9 14.44 !
4 4,7 18.8 16 22.09 ,
i
=10 20,2 40.7 30 88.88 j
(10)(20.2) |
40.7 - = 40.7 - 40.4 0.3 |
m = = = 10 = 0,03 ]
an 10 30 - 20 ;
0-75 x

10 (40,7) - 20.2 (30) _ 407 - 606 _ 199 _ . oo

102 - 5 (30) 100 - 150 50

o
§

0.03 X + 3.98

Y i

d. Correlation Factor Determination (rE) Electronic Parts

X l59=2.oo “’f=3-g¢z-=4.o4 g
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2 1 2 A
o = £(30)-2° = 2.00 oy = l414
2 - 1(88.88) - 4.04% = 17.77- 16.32 = 1.45 = 1.20
O'Y 5 . . . . . O'Y .
_ 8.14-2.00(4.04) _ 0.06 _ .
Ty (1.414) (1.20) 1.69 y

e. Regression Line (Y M) for Electromechanical Parts Only

E

YT = -0,88X + 6.88
-YE = -0.03X - 3.98
Y. .-Y =Y = -0,91X + 2,90

T E EM

Based upon the data trends shown in Figure 5, no significant im-
provement in catastrophic storage failure rates for electronic and electro-
mechanical pacts should be anticipated for a weapon system utilizing a
military standard class of parts and activated after 1963,

Based upon the linear regression line of Figure 6, electronic military
standard parts have exhibited no discernable improvement in their catas-
trophic storage failure rates from 1959 to 1964. After 1962, the use of the
YrMm and Yo linear regressionr lines as indicators ig invalid, They are
invalid because their respective Y values (as X increases) approach their
respective limiting conditions to which each regression line must be
asymptotic,

Based upon the comparison of the linear regression lines in Figure
7, military standard electromechanical parts have exhibited a discernable
improvement in catastrophic storage failure rates from 1959 to 1962,

For the combination of electronic and electromechanical military
standard parts, the catastrophic storage failure rate data have exhibited
a good fit by both graphic and linear regression analysis methods from
1959 to 1962. For the electronic military standard parts, the catastrophic
storage failure rate data have not exhibiled a good fit by either the graphic
or linear regression analysis methods from 1959 to 1964.
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Section 5

RELIABILITY MODELS

Reliability models have been developed to make realistic weapon system
concept decisions that will result in achieving required reliability. These
models are usea to predict mission reliability and to determine the maxi-
mum duration of storage or dormant operation that a system can withstand
and still mee! its reliability goal. After the model has been completed and
the necessacy calculations are made, it may be found that the system under
consideration cannot meet its goal after a required storage or dormant
operating period. In this case, improved reliability parts will have to be
substituted or periodic checkout will have to be performed to upgrade re-
liability by detecting accumulated nonoperating failures. The optimum
frequency of such checkouts, as well as the necessary capability of the test
equipment to detect a given percentage of the failures, can also be deter-
mined by the mathematical model. The basic data necessary for model
preparation are part nonoperating failure rates, event times, and k factors
to describe application and environmental stresses.

A recent paper entitled "Reliability and Maintainability Research in the
U.S. Air Force' (Reference 57) centains the following pertinent information
on the subject: "The current use of nonoperating or dormant defense sys-
tems, such as Minuteman, and the expected increase in their use in the
future, have dictated the need for nonoperating part failure rate data for
use in predicting the reliability of these systems.'

Early versions of reliability models employed operational use failure
rates and ignored the much more significant failure rates in storage and
dormant conditions. In a typical missile system, nonoperating time may
be as much as two million times longer than operating time. Even though
the operational part failure rate is normally greater than the nonoperating
failure rate, it can readily be seen that the vast difference in time makes
the nonoperating factor of prime importance to reliability.

To visualize the effect of nonoperating failure rates, the following sim-
plified model is presented. The parts list shown in Table XXVII is from

a noncomplex tactical electronic system.
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This:model is applicable forr systems with test equipment designs that
do not degrade reliability (Section 6). Reliability analyses of many sys-
tems in use today have proven that they can conform to this concept.

After failure rates have been assigned to the parts list, the next step
is to obtain a factory-to-target sequence. Figure 8 is a condensed ver-
sion of such a sequence for both the no-test and test concepts.

Myt +thuyt,
| Storage in Launch and
Liaunch Cell Flight
No Test
(l‘a)ultz
#it ty +huot,
—+| Storage in | Periodic | Storage in | Launch and
Latnch Cell - Test ‘| Launch Cell " Flight
-
ay by
Maintenance je=
Test

Figure 8. Factory To Target Sequence

Values for the various terms used in the reliability model are:

a = 90 percent (portion of failures detected by periodic test equip-
ment)

t 1 - 43,800 hours or 5 years (total nonoperating time prior to launch)

t2 = 41,610 hours or 4 years, 9 months (nonoperating time up to last
periodic test before launch)

t3 = 2190 hours or 3 months (nonoperating time between last periodic
test and launch)

t4 = 0.0166 hour or 1 minute (flight time)
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”1 = 8147 fits (sum of nonoperating failure rates for 1539 missile
€lectronic parts)

634,244 fits (estimated operational failure rate - values are
normally obtained from sources such as MIL-HDBK-217A)

r
(Y]
]

k = 1000 (factor for flight environment),

Summing up the no-test terms

wyt; = 0.357

kuy t, = 0.011

At = 0.368

R = 0368 0.692

it is found that this missile electronic system reliability after 5 years
storage under the no-test concept would be 0.692. If periodic tests were
performed every 3 months, however,

(l-a)u1 t2 = 0,034
Myt = 0.018
kuy t, = 0.011
At = 0.063
R = e 0083 _ 4 939

the same missile electronic system reliability after 5 years storage would
be 0.939.

By substituting new values for "t", decisions can be made to reflect the
acceptable nonoperating durations and/or frequency of periodic checkout
which will allow established reliability goals to be achieved. The effect
of varying degrees of test equipment capability to detect failures (a) can
also be determined. By consulting data similar to that given in Table
XXVII, the parts which contribute most to failure can be pinpointed. For
instance, although RF coils account for only 7 percent of the total parts
used in the sample system, they can be expected to contribute 66.3 percent
of the nonoperating faiiures. In the more detailed models, exact types of
parts responsible for the problem wculd be uncovered by this type of part

mix analysis.
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Reliability 1nodels can also be used to make cost effectiveness trade~
offs between military standard and high reliability parts. A figure of
merit ratio (Table XXVIII) is calculated showing decrease in failure rate
divided by increase in cost to determine where it woulG-be most advan-
tageous to substitute high reliability parts. Many times the models will
show that the amount saved by having additional "good missiles" available
in operational readiness is greater than the cost increase for using selec-
ted high reliability parts. Consider a stockpile of 100 military standard
part missiles which cost $20,000 per missile. Reliability after 5 years
storage is only 0.69 (Figure 9), therefore, 30 missiles are not available
for launch and $600,000 has been lost. By substituting high reliability
parts, reliability after 5 ycars storage now becomes 0.93; only 7 missiles
are not available for launch and a saving of $460,000 has been achieved
over the previous case compared with an additional expense .of $700 x 100
missiles = $70,000 for better paris. Thus, the cost effectiveness study
would result in a net saving of $390,000.

The first incremental increases in reliability (Table XXIX) are great
compared with the resulting small increases in cost because the technique
results in the selection of the most critical parts for replacement by kigher
reliability part types. The same method can be used for analyzing the
effects of weight, design concept, and power requirements on system re-
liability. This type of cost effectiveness study should be performed during
Project Definition Phase of a contract so that the maximum benefits can
be achieved. Figure 9 shows that for a noncomplex system, reliability
improvement can be obtained with a small additional expense for high re-

liability parts,
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Section 6

CONCLUSIONS AND RECOMMENDATIONS

A. CONCLUSIONS
1. Nonoperating Failure Rates and Factors

It has been established that electronic part failure rates in the nonoper-
ating mode are essentially the same over many different systems and pro-
grams. This finding has resulted in the concept that the nonoperating fail-
ure rates for electronic parts represent a haseline and that changes from
this baseline failure rate due to such factors as electrical stresses, appli-
cation tolerance margins, mission environments, and parts screening pro-
grams can now be established with an accuracy previously unattainable.
This represents a major step forward in the capability to design new sys-
tems and to control reliability during the manufacturing and utilization
phases. Potentially, it also represents the most important advance in re-
liability prediction techniques since the publication of RCA's TR 1100 (cur-
rently issued as MIL-HDBK-217A).

The ratio of average nonoperating storage failure rates between mili-
tary standard and high reliability types is now about 8 to 1 based on the
data shown in Section 4D, Table XXV. The average part failure rate in the
dormant operating mode with about 10 percent of rated power applied is
about 3 times greater than the failure rate for the same class parts in
storage. When comparing MIL-HDBK-217A data to the failure rates de-
veloped by this program, the average military standard operating to non-
operating failure rate ratio for the systems studied was found to be 99 to 1.
However, individual differences ranged from 13 to over 150 to 1. A pri-
mar,; reason for variations of this ratio is the different kind of part comple-
ment which is found in each system. For example, if a system contains a
large percentage of parts with a high operating to nonoperating ratio, the
system ratio will be high. On the other hand, a system whose parts are
scverely derated will have a lower operating to nonoperating ratio. The
effects of part complement can be seen in Table XXX. Actual data was
used in the table but for the purposes of this report, systems were desig-

nated A, B, and C.
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A comparison of recent observed data showed that operating to non-
operating failure rate ratios average about 15 to 1. Since this is much
lower than the ratios shown in Tahle XXX. it would appear that the MIL.-
HDBK-217A failure rates are somewhat higher than that being experienced
by present production. The same influence of improved design and pro-
duction processes would also apoly to individual part ratios where over
the past 4 years screened high reliability parts have shown a 100 to 1 im-
provement. Microcircuits as a class have low operate to nonoperate ratios
with a ratio of about 4 to 1 for operate and 2 to 1 for dormant operation.

Present day prediction methods for electronic systems (References 59
and 60) incorporate electrical stress, temperature stress, and use envi-
ronment, This program has shown, however, that such factors as parts
screening technigques, tolerance margins in application of parts, and the
design of test and checkout equipment have a greater influence over part
failure rates in operational use (Reference 69).

The frequency of electronic part failures can be correlated with non-
operating as well as operating time periods. This does not imply that
either is the cause of failures, but rather that time and the operating
stresses may be viewed as accelerating or precipitating factors in the
basic failure mechanisms.

It should be noted that for the 76 billion part-hours of observed military
standard data, the application and part class effects are such as to mask
out the effects of cyclic temperature stresses over the ranges experienced.
This indicates that the use of precise temperature control in the nonoperat-
ing mode to reduce failure frequency would not be as effective as control
of other stresses such as location, packaging, handling, and shipping which
have demonstrated a definite influence on the nonoperating mode failure
rates.

The acceleration factor for basic failure mechanisms is recognized as
being the lowest for conditions of controlled storage because in controlled
storage many of the operating stresses are either eliminated or reduced.
This is proved by actual field experience as shown in Section 4. Thus, the
present practice of using laboratory operating conditions as the basic
reference point to determine acceleration factors is questionable because
operating parts are subjected to a wider range and variety of stresses and
factors which result in a lack of data agreen.ent between the part failure
rates observed from different systems.

A significant finding is that the average catastrophic part syscem failure

rate under nonoperating conditions varied from 3.5 to 8.5 fits per part
(a range of 5.0 fits) for live distinctly different missile electronic systems
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which utilized only a military standard class of parts and were stored in
depot areas throught the world. Since the range of observed nonoperating ’ 2
failure rates is very small for the same class of parts under storage, this
data agreement strongly supports the theory that a failure rate baseline
could be established for various part classes in the nonoperating state. It
is also felt that, because of the close agreement of the noncperating data,
the nonoperating baseline will provide a better means of determining con-
sistent acceleration factors for the range of different operating conditions
and equipment applications. Figure 10 illustrates the nonoperating failure
rate baseline theory for equipment using military standard parts and gives
some of the operating mode factors based on Martin Marietta experience. .

The nonoperating failure rate has been shown to be important to all
electronic systems observed, and this fact provides an important advance
in reliability analysis. Using the average catastrophic nonoperating failure
rate for electronic systems employing military standard parts of 4.7 fits/ ‘
part as calculated in Section 4, it is now possible during concept studies :
or contract definition phases to make simple and quick system reliability
predictions, tradeoff studies, and other decisions by estimating the total
number of electronic parts (complexity) in the system being analyzed. The
ease of computation is comparable to the active element group prediction
technique (Reference 48), but the results are believed to be more accurate.
As detailed knowledge of a system becomes available, a more complex
mathematical model based upon the logistic cycle, percent checkout cap-
ability, frequency of periodic tests, and specific parts list can be con-
structed and reliability predictions and tradeoffs refined.

For analog electronic systems utilizing military standard parts, the
ratio of drift to catastrophic nonoperating failures has been calculated to
be approximately 1 to 2.5. In the Martin Marietta test program (Section 3B),
it is shown from the testing of printed circuit boards and the subsequent
testing of each individual part from those boards that with proper circuit
design the circuit parameters can be made relatively insensitive to the
effects of individual part drift and cumulative drift tolerance buildup of
parts within that circuit. The test prograrn was a byproduct of other proj-
ects and as such could not be designed to answer all questions nor fiil all
gaps in the data.

Under ideal application conditions, i.e., properly designed digital cir-
cuits, the data indicate that the failure rate for dermant operating condi-
tions is comparable to the nonoperating storage condition. It would appear
that the dormant failure rate approaches that for nonoperating storage, but
it would never be lower. However, the disadvantage of a slightly higher
failure rate must be weighed agaiast the potential advantage of dormant
operation which permits continuaous monitoring of the system for operational
readiness.
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Figure 10. Application Factor Comparison by Data Sources to Nonoperat-
ing Storage, MIL-STD Electronic Parts Only in Transistor Circuits

75




Prior to this report it was thought and repeatedly reported that non-
operating degradation data and failure rates were unavailable, nonexistent,
or incomplete (References 1, 13, 28, and 35). These findings were not
without basis, because the effor: to locate, collect, and review potential
data sources and to amass the failure rate data required the impetus of a
specific study and investigation program. The sponsorship of the Rome
Air Development Center was instrumental in the successful accomplish-
ment of the project.

Based upon successful acquisition of over 750 billion part hours of
experience and engineering judgment for those parts that lacked sufficient
data, nonoperating mode catastrophic failure rate charts for military stand-
ard and high reliability type parts have been constructed in Section 4. The
failure rates in these charts should be used for reliability modeling rather
than the raw data found in Tables VI and X.

2, Nonoperating Failure Mpdes/Mechanisms

The failure analysis effort on parts from the Martin Marietta test pro-
gram has provided information to prepare design notes that will be useful
in developing parts with improved nonoperating survival capabilities. A
bette: understanding of nonoperating failure mechanisms has been obtained
and it is now possible to classify these failures into two basic types which
are described in Appendix B. Most nonoperating failures are traceable to
latent manufacturing defects rather than specific aging mechanisms. These
defects will pass initial functional tests but finally become evident after
nonoperating periods.

The electronic part nonoperating failure modes directly associated with
processes and/or improper design were separated into the following per-
centages:

Type Percentage
Ponding/welding 21.5
.*hotoetching 17.2
Transportation and handling 12.9
Seal aging 12.9
Expansion coefficient 12.9
Conductive cement 8.6
Defective hermetic seal 43
Plating 4.3
Soldering 4.3

Lieaky seals on tantalum capacitors and process variability on integrated
circuits were among the most notable probleras unccvered in the iaoratory.
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The type of failure detected in this study strongly supports the practice
that reliability can be improved by part screening. It is believed that a
sizeable percentage of the failures could have been eliminated by burn-in
and production environmental testing that included temperature, shock,
and vibration exposure.

3. Checkout Strategy

The capability of test equipment to detect a high percentage of electronic
system failures has been shown to have an important effect on reliability.
Two outcomes are possible for periodic checkout-acceptance or rejection.
Detailed evaluation shows, however, that cnly "a' percent of the existing
failures are found. Undetected failures accumulate in the untested por-
tions of a system under both operating and nonoperating conditions. As a
further extension of this concept, many electronic systems have a very
high proportion of nonoperating time i their life. Therefore, even though
nonoperating failure rates are quite low, they will be a significant con-
tributor to mission failures when undetected prior to use.

Improvements have been made in mathematical modeling techniques
which allow tradeoffs to be made between cosi and availability considera-
tions. The effect that checkout strategy has on the reliability of different
systems can be seen in Figure 11. It is possible through improper design
to have a checkout capability which will degrade equipment. This situation
is shown in Concept A. With a highly complex system and no periadic
tests, Concept B can be used to determine whether the specified reliability
requirements can be met after a prolonged period of nonoperation. Con-
cept C describes the situation in which a system can be maintained at the
required reliability by specifying the proper time between periodic tests.
Concept D represents a system of low complexity with less than 300 mili-
tary standard electronic parts. Such a system can maintain reasonable
reliability (>0.90) over a period of 5 years with a no-test concept.

Another means to upgrade reliability of the systems subjected to peri-
odic test is to increase the failure detection capability of the test equip-
ment. The additional cost of this strategy must be weighed against the
value of having additional good systems ready for use. It is desirable to
design any system to have no checkout or maintenance (Concept D); how-

ever, to meet the operational readiness requirements specified for complex

electronic systems based upon current nonoperating technology, improved
parts are required or a periodic test and maintenance concept is needed
If a periodic test and maintenance concept is elected, the tests should be
conducted with sufficient frequency so that it is not necessary to test im-
mediately prior to operational use. The reason for this is the possibility
of test equipment malfuncticns which couid cause the unwanted rejection
of good systems.
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4. Additional Reliability Techniques for Storage Survival Capability

The failure analyses performed under this contract strongly suggest
that better process control and screening are the two most important ways
to achieve improved storage survival. Although there is doubt that some
high reliability programs are satisfying all of their objectives, the expe-
rience of the Bell Telephone Liaboratories with submarine cable repeaters
(Reference 12) has proved the capability of screening and process control.
On the other hand, systems are in use today which require 3 years of burn-
in to eliminate infant mortality and obtain a constant failure rate. It would
appear, therefore, that additional study of screening techniques should be

undertaken.
5. Nonoperating Survival Prediction Methods

The rate at which electronic part failures precipitate during nonoperat-
ing periods has been adequately described by the exponential formula for
four distinct systems with storage periods ranging from a few months to
almost 5 years. One of these systems is described in Reference 23 which
states "the most significant conclusion from a reliability analysis point of
view is that storage failures conform to a Poisson process since the failure
rates were observed to be constant with time. This means that the expo-
nential distribution may be used to calculate the probability of surviving
the storage mode.'" Figure 12 is a chart of typical data obtained from
periodic tests on stockpiled missiles which shows a constant storage failure

rate,.

While it is well know that some parts, particularly ordnance items have
an increasing failure rate with time, other parts have a decreasing failure
rate with time so that a composite system will fail at a reasonably con-

stant rate.

At the request of the Raytheon Company, Martin Marietta made ua stor-
age survival prediction of an Army tactical surface-to-air missile using
mathematical modeling techniques and nonoperating failure rates. The
predicted mean-time-between-failure was later found to agree closely with
the actual field experience. This fact provides additior.al validation of the

nonoperating failure rate chart.

In the case of a Navy tactical air-to-surface missile manufactured in
quantity by Martin Marietta, a 5 year storage survival prediction was made
using the nonoperating failure rates applied to the missile nose cone elec-
tronics, The prediction was then compared with the actual storage relia-
bility history of these same nose cone electronics systems for a period of
54 months, Excellent agreement, within 1 percent, was observed between
the prediction and actual history of operational readiness over this period.
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Nonoperating failure rate data were used to make a prediction for a
Navy surface-to~-air missile. At the end of 12 months storage the predic-
tion was within 1.4 percent of the actual, and after 24 months storage the
prediction was within 2.4 percent of the actual operational readiness as
determined from data released by the U.S. Naval Fleet Missile Systems
Analysis and Evaluation Group. Figures 13, 14, and 15 show the compari-
sons of the predicted versus the observed values for the three different
systems which were studied.

1.00 T

@ Legend:

9 \ O Predicted

% 0.90 . ® Observed 1

O \

8 \

3 0.80

.g \\

o

3 0.70 !

Q,

O \
0'600 12 24 36 48 60

Storage Age in Months
Figure 13. Surface-to-Air Missile Storage Survival
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Figure 14, Air-to-Surface Missiles Storage Survival
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B. RECOMMENDATIONS
The following recommendations are submitted:

Government documents establishing and supporting reliability require-
ments such as the following should be upgraded to include provisions for
nonoperating mode reliability requirements and predictions:

MIL-STD-785(DoD) "Reliability Program Requirements"

AFR 80-5 "Reliability Program for Systems, Sub-
systems, and Equipments

Detailed Government specifications and procurement documents should
also be revised and written to include assurance provisions that systems,
subsystems, and equipments will be designed to survive extended nonoper-
ating periods and maintain the required high reliability.

Reliability technology documents such as MIL-HDBK~-217A, and RADC-
TR-58-111, should be updated to reflect nonoperating failure rates, factors,
and technology.
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In light of the failure mechanisms uncovered during the nonoperating
mode, the effects of transportation and handling on accelerating nonoperat-
ing failure rates merits further investigation. This is particularly impor-
tant in view of current concepts proposing mobile systems.

On-off cycling failure data from dormant operating systems proved dif-
ficult to obtain. As a result, dormant data under very low operating stresses
was collected since this information was most similar, Predictions for
future on-off cycling dormant systems can be made by using this data to-
gether with acceleration factors based on the relationship between the
degree of transient suppression and part derating which is specified.

The next step needed for major improvement of new systems is the de-
termination of more cost effective techniques for screening parts to weed
out hidden defects and the correlation of these screening methods with field
reliability. In addition, the accurate quantification of the other reliability
influence factors cited by this report will result in an upgrading of predic-

tion methods.
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GLOSSARY

Age and Deterioration (A&D)Test - Test items in this program are func-
tionally tested under ambient conditions for part deterioration due to
aging. All items in this test group had previously been subjected to life
tests.

Back-to-Back Testing - Through this method, items are tested twice in
close succession, reducing the time between tests to as near zero as
possible to determine the effects of turn-on transients and répeatability
of test equipment and to segregate transient failures from storage-
induced failures since the second (and subsequent) tests can yield only
turn-on turn-off failure rates with t = 0,

Catastrophic Failure - A change in the characteristics of a part resulting
in a complete lack of useful performance of the item.

Dormant Operating Mode - The state wherein a device is connected to a
system in the normal operational configuration and experiences below
normal or periodic electrical and environmental stresses for prolonged
periods up to 5 years or more before being used in a mission.

Drift Failure - Any change in a measurement above or below the individual
parameter range requirements stipulated in the part specification.

Evaluation Test - In this test, the items were subjected to a single stress
and tested under assigned conditions for failure to meet the required
specifications.

Fit - A failure per billion hours.

High Power Device - Rated at > 3 watts.

High Reliability Parts - See Part Class.

Microcircuit - A substrate to which a number of circuit elements are in-

separably associated on or within a continuous body to perform the func-
tion of a circuit.

Preceding page biank
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Life Test - Items subjected to this type of test program are operated con-
tinuously for 23 hours per day, 6.5 days per week, which represents
one cycle. Separation into groups allows three temperature ranges to
exist during a cycle. This produces a minimum temperature group of
-25°F, a maximum temperature group of +125°F, and a room ambient
group of 77°F. The test duration is 4000 operation hours or until 10
failures occur in each of the 3 environments.

Low Power Device - Rated at < 0.3 watt.
Medium Power Device - Rated between 0.3 and 3.0 watts.
Military Standard Part - See Part Class,

Micromodule - An assembly of small discrete electronic parts in a high-
density package.

Monolithic Microcircuit (CHIP) - A microcircuit with all components, in-
cluding connections, manufactured on or into a tiny block of active sub-

strate.

Multichip - A collection of two or more monolithic circuits housed in a
single package.

Nonoperating Mode - Equipment in the storage and/or dormant operating
mode.

Part Class

Commercial - A part which is not tested by the vendor and is not
subjected to screening.

Military Standard - A part which receives Group A environmental
tests plus Group B electrical tests per military specification.

Selected Military Standard - A serialized military standard part from
selected vendors which receives burn-in plus 100 percent receiv-
ing inspection tests by the user.

High Reliability - A selected military standard part which is sub-
jected to 100 percent burn-in and screens with an associated

study program.
Part-Hour - The product of part quantity and nonopcrating time.

Primary Nonoperating Failure - A failure that is correlated with an ex-
tended nonoperating time period.
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Qualification Test - A program in which the test items are subjected to
the following siresses before being functionally tested for failure to
meet the required specifications:

o e it T 5 o i, SR A A S AR

High temperature

|y

PR

1o

Low temperature

v & e

jw

Temperature-shock

Shock =

o

jon

Vibration ¢

jo

Humidity, 3

Secondary Nonoperating Failure - A failure that occurs as a result of a !
Type A or B nonoperating failure on another part in the same circuit. H

Substrate - The physical materiul upon which a circuit is fabricated. A

Substrate, Active - A substrate for an integrated component in which parta
of the substrate display transistance. Examples are single crystals of
semiconductor materials,

Substrate, Passive - A suhstrate for an integrated component that may
serve as physical support to a thin or thick film irtegrated circuit which i
exhibits no transistance. Examples are glass and ceramic. f

Star Value - A fixed resistance selected by test.
Storage Mode - The state wherein a device is not connected to a system ‘

but i« packaged for preservation and experiences somewhat benign en-
vironments.

Test-to-Failure - A test program that establishes the stress levels in
temperature and vibration at which failure will occur.

Type A Nonoperating Failure - Failure that occurs as a result of physical
or chemical processes which became evident after an extended non-
operating time period.

Type B Monoperating Failure - Failure that results from inherent manu-
facturing or design defects that pass initial functional tests but finally
become evident after nonoperating time periods.
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APPENDIX A
DATA COLLECTION

Data have been collected by Martin Marietta from testing operations
described in Section 3. Other data collection consisted of a literature
review and data source contacts at more than 80 defense contractors and
government agencies.

il N AR s B g - o VS ATl N A it T

1. Literature Review

AP, e e

a. Reliability Abstracts and Technical Reviews (RATR)

e e

Thirty volumes of RATR (August 1964 to February 1967) were re-
viewed and pertinent publications obtained., Those documents containing
the most valuable informaticn on failure modes and mechanisms are in-
e cluded in the bibliography.

b. Interservice Data Exchange Program (IDEP)

oo A review of IDEP reports was continued throughout the duration of
% ] the contract. References 2 through 10 are those reports which were found
to contain information on storage failure modes.

c. Reports Supplied by Rome Air Development Center (RADC)

Fifty-three reports supplied by RADC were reviewed for dormant
operating or storage failure rate data, railure mechanisms encountered,
and the environmental factors influencing the failure rates. Those indi-
vidual reports containing the most significant data are listed in the biblio-

graphy.

d. Redstone Scientific Information Center (RSIC)
1) RSIC Cataiog Files

The closed document catalog files contained 18 documents with
useful information. The publications were ordered from the Defense Docu-
mentation Center {DDC) and pertinent data extracted for inclusion in this
report,

Preceding page flank
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2) RSIC Research Branch .

A preliminary copy of a storage bibliography, prepared by the !
RSIC Reseuarch Brangh for the Sergeant Project, was furnished to Martin 1
Marietta. A review of this bibliography revealed 14 additional documents 1
of interest. These publications were ordered from DDC and pertinent data v

included in this report. )

3) DDC Bibliography on Long Term Storage Effects R

At the request of Martin Marietta, the RSIC Library Branch had ,
DDC-search their records and prepare a dormancy and storage bibliography. Co
This bibliography-contains abstracts and titles on 198 documents. At the
completion of the bibliography review, all appropriate documents were re-
auested from DDC, reviewed, and the most significant documents are
listed in the bibliography of this report. 1

4) NASA Bibliography i

At the request of Martin Marietts, the RSIC Library Branch had the
NASA document collectiot at Washington, D. C., searched. A kibliography
of 2232 listings was obtained and appropriate documents were requested
from DDC for inclusion of pertinent daia in this report. This and all other L
master bibliographies have been retained and are available to qualified re-

questors. j
e. Institute of Electrical and Electronic Engineers (IEEE) - ‘

All issues of the IEEE Transactions on Reliability from August 1963
to Decembor 1966 and all proceedings of the Annual Symposium on Reli- N
ability from 1964 to 1967 were reviewed. Twenty papers were found con~ |
taining varied information on dormant operating and storage technology.
The most pertinent papers are listed in the bibliography of this report '

f. Apollo Parts Information Center (APIC) and Pariz Reliability Infor-
mation Center (PRINCE)

A request was submitted to these NASA sponsored programs for doy-
mant operating and storage information on diodes, microelectronics, and
transigstors. Data were received from APIC on microelectronics and tran-
sistors at various storage temperatures. These data were reviewed and,
where applicable, used in combination with other data to establish tempera~
ture failure rate trends reported in Section IV.
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2. Data Source Contacts

Through initial literature and relephone surveys, those government
agencies, military installations, private research institutions, and elec-
tronic manufacturingfirms having data pertinent to dormant operating and

storage modes were contacted.

A summary of thoze data sources contributing to the dormant. operating
and storage study is shown in Table A-I, A discussion-of each data source
listed in Table A-I is contained in the following paragraphs.

TABLE A-I

Sources Having Data Available

Source
Amelco, Mt, View, Calif,

Apollo Parts Information Center,
Huntsville, Ala.
Autonetics, Anahiem, Calif.,

Battelle Memorial Inst.,
Columbus, Ohio

Bendix, Ann Arbor, Mich.

Boeing, Seattle, Wash,

BSD, San Bernadino, Calif.

Bell Telephone Laboratories,
Whippany, N. J.

Chrysler, Corp., Warren, Mich.

CTS Corp., Elkhart, Ind.
Cubic Corp., San Diego, Calif.
Douglas, Santa Monica, Calif.
Douglas, Charlotte, N. Car,
Fairchild Sewaiconductor,

Mt., View, Calif,
General Dynamics, Pomona, Calif.

General Electric, King of Prussia, Pa.

Geuneral Electric, Syracuse, N. Y,
ITT Research Iust,, Chicago, Il

91

Type of Data

High Temperature Sterage,
DCTL Microcircuits

Temperature Storage on
Semiconductors

Minutemar I and II, High Reli-
ability Parts, Dormant Opera-
ting and Storage

Microcircuit Reliability
Report

Aerospace Industry Survey

Minuteman Control System
Tab Run

Minuteman II Data

SPRINT and WS 107A MBGE
Parts Data

Jupiter Failures; Diode and
Transistor Listings

Thin Film Information

Microcircuits

Nike-Ajax Reports

Nike-Hercules, Parts List

Microcircuits Data

Terrier and Tarter Failure Rates

Selected Military Standard Parts
Data

Microcircuit Reliebility Report

Diode life Tests
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TABLE A-I (Cox 1t)

Source

Intellux. Goletat, ‘Calif;
ITT, West Palm Beach Fla.

Lockheed, Sunnyvale; :Calif,
Martin Marietta, Orlande, Fla.

Martin Marietta, Baltimore, Md.
Martin Marietta, Denver, Colo.

Honeywell, Minneapolis, Miau.
MIT Instrumentation Lab,
Cambridge, Mass.
Motorola, Pheonix, Ariz.
Newark AFS, Newark, Ohio

Ogden AMA, Ogden, Utah:

Philco, Lansdale, Pa.
Philco, Santa Clare, Calif,

Planning Research Corp.,
Los Angeles, Calif,

RADC, Rome, N. Y.

Radiation, Palm Bay, Fla.

Raytheon, Bedford, Mass.
Raytheon, Mt, View, Calif,
RCA, Camden, N. J.

Sandia, Alburquerque,:N. M.

Scientific Data Systems,

Los Angeles, Calif,
Signetics, Sunnyvale, Calif,
Sperry Utah, Salt Lake City, Utah
Sylvania, Mt. View, Calif.
Texas Instruments, Dallas, Texas

Transitron, Wakefield, Mass.
TRW Systems, Redondo Beach, Calif.

Union Carbide Electrouics,
Mt. View, Calif,

a2

Type-of Data

“Mierocircuit Report ¢

High Temperature Storage on
DTL Microcircuit

Polaris Storgge Data

Bullpup;. Pershing, SPRINT
Test. Program

Gemiri; Bunker~Ramo Computer

Long Term Readiness and
Environmental Program

Microcircuits

Microcircuit Reliability Report

Microcircuits

Minuteman I Guidance System
Part Failures

Requested: Minuteman Control
System Part Failures

Microcircuits

High Temperature Data on
MECL and DTL Microcircuit

Batteries, Motors, Explosive
Devices

53 Reports

High Temperature Storage,
DTL Microcircuit

Hawk Missile

Microcircuits

Ballistic Missile Early Warning
System

QA Evaluation System, Test
and Stockpile Program

Microcircuits

Microcircuits

Sergeant Data

Microcircuits

High Temperature Storage
Data, Microcircuits

Storage Life Test on Selected
Military Standard Transistors

Microcircuit Data

Field Effect Transistors
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Scurce Type of Data
U. S. Navy, Ceatral Torpedo Office, Shelf Life Evaluation of Parts
Newpert, R, L,
U. S. Navy, FARADA, Corouna, Calif. Microcircuit Data
U. S, Navy, FMSAEG, Corona, Culif. Improved Tarter Evaluation
Reports
U. S, Navy, Ship Systems Command, PADLGC Project Data

Washington, D. C.
Westinghouse, Baltimore, Md. High Tempzrature on DTL IC's
Wright Patterson AFB, Dayton, Ohio Microcireuit Storage Data

a. Amelco

Amelco supplied a compilation of 2.1 million part-hours of high
temperatura storage data on DCTL microcireuits.

b. Autcuetics

Minuteman I storage and dorman: optrating data prior to December
1864 and Minuteman II dormant operacing data were received. These data
are on high reliability parts and microcirvguits,

¢. Battelle Mentorial Institute

The Electronic Component Reliability Center (RCRC) and the Ad-
vanced Blectronic Section at Battelle Memorial Institute were contacted
and the nonoperating information in each group reviewed.

The nonoperating data contained in ECRC is well organized; however,
the quantity in part-hours is limited and is primarily from storage life
tests run at elevated temporatures,

The Advanced Electronic Section has published a report (Reference
11) which contains operating failure rates, estimated uenopervating failure
rates, acceleration factors for storage-life tests, and a summary of factors
affecting micrecircuits reliability.

In regard to storage data, the report states: "Several data points were
available for storage life tests, so the Arrhenius theory was applied to in-
vestigate the possibility of true time acceleration, In all cases a constant
hazard rate was assumed. The results indicated that such acceleration did
occur', A detailed discussion of this plicnomenon and the velated failuve
rates and acceleration factors is presented in Svction ¢ of this report.
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d. Bell Telephone Lieboratories

A recent technical paper from Bell Telephone Laboratories (Reference
12} contained replacement rates on four different military systems and on
undersea telephone cable links, The cable link data are on a special class
of electronic parts and are used in Section 4E to determine relative non-
operating failure rates and factors for parts classes other than military
standard parts.

In addition to these data, selected military standard parts storage
information was obtained from the SPRINT missile guidance set and from
the WS 107A missile borne guidance equipment used with the Thor Delta
system.

e. Bendix Corporation, Bendix Systems Division

A copy of a survey (Reference 13) conducted among members of the
Electronic Systems Reliability Committee of the Electronic Equipment
Technical Committee of the Aerospace Industries Association was furnished
by Bendix. The fifth question was of particular importance because it dealt
with the use of a nonoperating tailure rate. Only half of the respondents
indicated the use of a nonoperating failure rate. Among those using the
nonoperating failure rate, a failure rate of 0.1 times the normal base
(operating) failure rate is most frequently used. The normal base failure
rate used by the respondants, however, is not the same for each since some
use MIL-HDBK-217, some RADC-TR-58-111, some values supplied by the
Denver division of Martin Marietta, and others their own experience data
to determine the normal base failure rate,

During this study, Martin Marietta has determined that a constant
prediction factor applied to the operating mode cananot consistently be used
to derive the nonoperating mode (see Section 6).

f. Boeing

The Boeing Company supplied a tab run on Minuteman control system
failures from Wings 1 threagh S.

g. Ballistic Systems Division, USAF

Dormant operating data on Minuteman Operational Ground Equipment
(OGE) were obtained.
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h. Chrysler Corporation, Missile Division

A compilation of Jupiter missile failure data and.a list of potential
storage data on 114 different diodes and 55 different transistors were pro-
vided. Recovery of the diode and transistor storage data from Jupiter field
failure and quality records is too extensive and costly for the arnount of
data involved.

i, CTS Corporation, CTS Microelectronics Division

Over 360 million hours of thin film resistor data were received from
CTS; however, the majority of tl.e data was operating time, which are not
pertinent to this study.

j» Cubic Corporation

About 1.1 billion part hours of storage data on microcircuits were
obtained from 180 vote counters that Cubic Corporation produces. The
microcircuits are equivalent to those used in military hardware hecause
these devices are subjected to electrical and environmental tests in ac-
cordance with MIL-STD-750.

k. Douglas Aircraft Company, Missile and Space Systems Division

Two reports on the Nike-Ajax missile were provided, but a detailed
parts list could not be furnished without a considerable expenditure of ef-
fort. The reports furnished are as follows.

1) Nike-Ajax Minimum Serviceable Life Determination (Reference 14)

This is a report on 16 Nike-Ajax missiles that had been in ready-

storage throughout the United States from 10 to 30 months. The results of
laboratory evaluation by Electromechanical Laboratories on an additional
16 missiles are included as pertinent.

2) Age and Usage Factors Affecting Missile Reliability (Keference 15}

The data contained in this report are based on 2500 Nike-Ajax
firings. The major conclusions presented are:

1 Reliability is reduced by on-site ground use of the missile, e.g..
training, unnecessary handling;

2 Overhaul performed on the missiles appears to eliminate the
effect of age on firing reliability.
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1. Douglas Aircraft Company, Charlotte Division

Circuit diagrams and a parts list of the Nike-Hercules were pro-
vided. Since no dormant operating-or storage information is available on
this missile, no further evaluation of this missile can be made,

m, Fairchild

Fairchild provided approximately 70 million part-hours of dormant
information on RTL microcircuits and a report on radiation testing of
linear microcircuits, About 1 million part-hours of accelerated tempera-
ture storage data on microcircuits were also received.

n, General Dynamics, Convair and Pomona Divisions

Storage and stowage data on the Improved Terrier and Homing Tarter
misciles were received, This informaticn is to part level and inciudes
electronic items such as resistors, capacitors, transisiors, diodes, trans-
formers, relays, and instruments. These data are contained in the failure
rates listed in Section 4.

In addition to the above data, the Convair Division has recently pre-
pared a report of a study on dormant migsile systems (References 16
through 18).

o. General Electiric, King of Prussia, Pennsylvania

Data on a total of 7,390,000 part-hours of semiconductor storage on
selected military standard parts were received. These data were acquired
from 3 years of storage on parts from the Adveant Program,

p. General Electric, Syracuse, New York

WPAFB supplied an interim GF progress report entitled "Techniques
for the Control of Integrated Circuits Quality and Reliability." This work
is being performed under Contract AF 33(615)~2716, and final results are
not available at this time,

q. IIT Research Institute (Formerly Armour Research Foundation)

Operating life test data on 1N538 and 1N540 silicon metallic rectifiers
were obtained from two separate reports (References 20 and 21), These
reports indicate a definite difference in long term performance of identi-
cal rectifiers built by different manufacturers and that '"careful considera-
tion should be given to the selection of a manufacturer in terms of a parti-
cular application."
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r, Intellux

A report was received on microcircuits. This report contains infor-
mation useful for preparing design notes, but very little storage data are
included.

s. International Telephone and Telegraph

ITT supplied high temperature storage data on DTL microcircuits,
amounting to 662,000 hours.

t. Lockheed Missiles and Space Company

The Lockheed Missiles and Space Company reviewed the Polaris
missile program for data on nonoperating modes.

Lockheed contributed a limited amount of data on microcircuits
which, while under no load, were exposed to various levels of nuclear
radiation. Thesec data are not of sufficient quantity to be meaningful in a
nonoperating failurz rate determination for nuclear exposure. The Navy
Special Projects Office was queried for storage data from that portion of
the Polaris A3P system where failures are isolated to the part level, About
9 billion part-hours of data were obtained.,

u. Martin Marietta Corporation, Orlando Division

Data from Martin Marietta report OR 3482, '"Reliability Assessment
of Stockpiled GAM-83A Nose Sections' were obtained (Reference 22), This
report contains the results of a test program conducted to establish reli-
ability degradation in the Bullpup nose sections as a result of storage. A
sample of 21 nose sections between 2 and 3 years of age was included in
this test program. Evidence of storage degradation was noted in two major
assemblies.

]

Storage data from the SPRINT control system were compiled for
selected military standard electronic parts.

Data from OR 6596, "Pershing Storage Reliability Report," (Reference
23) were obtained from the results of after~storage tests conducted at
Pueblo Depot on 230 guidance and control sections, 169 first-stage sectious,
and 155 second-stage sections. Storage times ranged from 1 to 24 months,
from the time of factory acceptance test until the first test at the Pueblo
Depot. The most significant conclusion in this report is that the storage
failures conform to a Poisson process since the failure rates were ob-
served to be constant with time. Therefore, the exponential distribution
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may be used to calculate the probability of surviving the storage mode for
this weapon under the observed environments.

a

Data from the Pershing Product Evaluation were also obtained. The

i objective of this program is to provide verifying evidence of production

quality and to detect degradation of product quality and reliability. Samples

are selected at randum from the production stockpile and are tested at

specific intervals to determine trends. Items under test include control

computers, main distributors, firing unit assemblies. inverters. and cable ;
assemblies. A summary of this program is contained in OR 6591 (Ref-

erence 24).

As part of the environment test program for the Pershing Weapon
System, a 5-year age and deterioration program was initiated in August
' 1961 to determine the effects of aging on Pershing missile system perfor-
: mance., Pershing missile 307 was designated for the program. This pro-
gram concludea with the semiannual systems test which was performed in
August 1966,

Pershing missile 307 iccIndes approximately 20 major components.
These major components are made up of approximately 2400 electrical,
electronic, electromechanical, and mecharical parts (excluding structural
parts). During a 5 year period, these items have been subjected to cyclic
temperature and humidity stresses in a semitrcpical environment with
handling, transportation, and operational stresses experienced semiannually.
The test results of missile 307 are reported in a series of OR 1990 reports
(Reference 25).

Data on 493 BIRDIE {lip/flop cards, which had been stored for 28
months in the Tobyhanna Army Depot, were also taken from a Martin
Marietta Company memorandum (Reference 26).

The failure rates associated with the above data have been determined
to the part subclass level and are reflected in the failure rates shown in
Section 4.

In addition to the above data, Martin Marietta will be conducting age
and deterioration tests on the SPRINT missile system. This test is cur-
rently in the planning stage and results will not be available for a few years.
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v. Martin Marietta Corporation, Baltimore Division

Data from the Gemini program have not been recorded in a maaner
that enables recovery of significant amounts of nonoperating data. Storage
data may exist at the Bunker-Ramo Corporation on a computer design that
utilizes commercial parts., No further effort was expanded to collect this
information because of the low priority establiszned for data on commercial
parts.

w. Martin Marietta Corporation, Denver Division

The Denver Division is currently conducting a long term readiness
and eavironmental test program for the Air Force on Titan II missiles.
The program consists of checking vut seven missiles that have been in a
dormant operating condition for periods up to 3 years. Complete data from
this program are not available at this time.

x. Honeywell

Eighty-cight thousand hours of storage data on Texas Instrumeants
microcircuits SNR 923 and SNR 924 were received. These data were taken
at high temperatures, and no failures were experienced.

y. MIT Instrumentation Lab

A report entitled '"T'he Application of Failure Analysis in Procuring
and Screening of Integrated Circuits' which was nrepared by MIT was re-
ceived for evaluation {Reference 55).

z. Motorola

Both dormant operating and storage data were received on Motorola
microcircuits. Fifty-two million part-hours of dormant operating and 5
million part-hours of storage data were obtained. These data were ac-
quired from the Motorola reliability report on Monolithic, Digital Integrated
Circuits, and represent both ambient and higl temperarurs testing (Ref-
erence 50).

aa, Newark Air Force Station

A tab run on failed electronic parts from the Minuteman guidance
system was provided by Newark., This information was used together with
operational part hour data from SAC Headquarters to obtain Minuteman I
failure rates from December 1964 to the present.
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bb. Philco, Lansdale, Pénnsylvania

A reliability report (Reference 49) on planar épitaxial microcircuits
was provided. The data 'were almost entirely at elevated temperatures.

o et © m e

cc. Philco, Santa Clara, California

Reports on 1.2 million part-hours have been received from Philco
relating to high temperature tests on MECL, DTL, and RTC microcircuits

! dd. Planning Research Corporation

1

; A Planning Research Corporation Report (PRC R-377) (Reference 27)
i was received and reviewed. Data applicable to electronic and electro-

* mechanical parts . '.2re extracted and included in the calculation of non-

: operating failure rates.
'

ee, Radiation, Inc.

Data from 1.1 million part-hours of high tervperature storage of DTL
: microcircuits has been received from Radiation,

ff. U. S. Air Force, Rome Air Development Center (RADC)

4 A conference, jointly sponsored by the U. S. Army and the U. S, Air

! Force, was held at RADC on the reliability aspects of dormancy and storage.

‘ References 30 and 32 through 37 were presented at this conference, and in-
formation from these papers was used in preparing this report.

In conjunction with the fourth annual symposium on the physics of
failure in electronics which was sponsored by RADC, a Martin Marietta
report was prepared (Reference 38). This report represents a review of
the literature covering the pericd from October 1961 to November 1965.

gg. Raytheon Company, Missile Systems Division

A recently published Raytheon report on the Hawk Missile (Reference
30) contains an excellent table of storage failure rate information, This
information is based on a group of 973 Hawk missile stored at Red River
Arsenal for periods varying from 1 to 8 months.

hh, Kadio Corpoxration of America, Defense Electronics Division

< , BMEWS program, AGREE report, and Naval Shipyards Materials
, Laboratory data were received in a technical paper from RCA (Reference 28).
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Most of these data are on tests at exireme conditions or they are not
quantitatively defined; hence, these data are most useful as environmental
indicators rather than for calculating failure rates.

RCA at Moorestown, New Jersey is preparing to test a radar system
containing approximately 2000 miicrocircuits that has been in storage for
over 2 years.

ii, Sandia Corporation

Data from Sandia's quality evaluation system test program and the
stockpile sampling program were obtained. These programs were initiated
by Sandia to maintain a constant surveillance on the stockpile of all items
for which Sandia is cognizant.

All parts used by Sandia are manutactured in accordance with Sandia
specifications, which are more stringent than military standard specifications.
Failure rate data on the Sandia parts are reflected in the failure rates shown
in Section 4.

Jj. Scientific Data Systems

Scientific Data Systems produces a Sigma 7 computer containing
over 10,000 microcircuits. They have agreed to review their records and
provide any storage information they have, including a list of the types of
microcircuits used in their computer. This information, however, will not
be received in time to be included in this report.

kk. Signetics

Over 6 million part-hours of accelerated temperature storage data |
on microcircuits were received in a Signetics report of their reliability
testing program.

11. Sperry Utah Company
Data on 64 Sergeant missiles, including the length of time in storage,
the number of failures, the failure analysis, and a generation breakdown

were received from the Sperry Utah Company. Each missile wgs tested
prior to and after storage periods at the Sperry Clearfield Facility.

mm, Sylvania

et e et et o

About 235 million part-hours of micrcelectronics data were received
from Sylvania,
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nn. Texas Instruments

About 5 million part-hours. of accelerated.temperature storage data
on microcircuits were received from Texas Instruments.

00. Transitron

Reports were received on testing of high reliability-type transistors.

pp. TRW Systems

Approximately 172 niillion part-hours of storage and dorimant opera-
ting data were received, representing six microcircuit manufacturers.

qq. Union Carbide

Approximately 2.8 million part-hours of dormant operating and 1.2

million part-hours of storage data were received on field effect transistors.

rr. U. S. Navy Central Torpedo Office ‘

Seventeen reports were received on shelf life evaluation of variocus
torpedo paris. Typical shelf life test duration was 5 years, but some parts
were in storage for as long as 7 years.

ss. U. S. Navy Farada

From the FARADA Files, approximately 33 million nart-hours of
integrated circuit storage data were received. The data represent micro-
circuits used in equipment manufactured by AC Spark Plug. Additional in-
formation was supplied by AC Spark Plug. Dormant operating part-hours
totaling 3.7 million and 40.2 billion storage part-hour data were obtained
for high reliability-type semiconductors used in equipment manufactured

by IBM,

tt. U. S. Navy Fleet Missile System Analysis and Xvaluation Group
This military installation, through the Bureau of Naval Weapons, has
made available information on the Technical Evaluation Project for Im-
proved Tarter missiles (BUWEPS SMS Test 1-64) (Reference 41).

A total of 150 Improved Tarter missiles were used in this test and
were stowed aboard ship for periods ranging from 4 to 11 months,
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Stcwage (storage) failure rates for these missiles were calculated
only to the part level, because a description to the subclass level was not
available. This information is reflected in Section 4.

uu. U. S. Navy Ship Systems Command

About 21.2 million part-hours of dormant operating data on micro-
circuits were obtained from the PADLOC Project.

vv. Westinghouse

Data on 342,000 part-hours of high temperature storage on DTL
microcircuits were received from Westinghouse.

ww, U. S, Air Force, Wright-Patterson AFB

A working paper entitied "A New Concept of Planned Inspections"
(Reference 39) was received from Wright-Patterson AFB. This report
does not contain any dormant operating or storage data, It does present
2 theory, Predict and Preclude, which utilizes warnings given in the form
of specific parametric changes in various items prior to failure. Knowledge
of these parametric changes will enable the determination of optimum in-
spection intervals for military equipment,

Information on a GE contract (AF33-615-2716) to study microcircuit
reliability was also received from WPAFB,

In addition to those companies and government agencies referenced
as data sources, many other sources were contacted but it was found that
their data were neither suitable for this study nor readily retrievable from
storage, These sources are listed in Table A-II,

TABLE A-II

Sources Not Having Data Currently Available

Alpha Microelectronics Inc., Beltsville, Maryland
Amperex Electronics Inc., Slatersville, R. L

Atlantic Instrumeunts and Electronic Inc., Newton, Mass.
AVCO, Wilmington, Mass.

Avionics Lab, Wright Patterson A¥B, Ohio
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TABLE A-II {Cont)

Bunker Ramo, Canoga Park, Calif,

Bunker Ramo {Teleregister), Stamford, Conn.
Burroughs, Paoli, Pa,

Centra Lab, Milwaukee, Wis.

Collins Radio, Cedar Rapids, Iowa

Douglas Aircraft, Culver City, Calif. !
U. S. Army Elect. Command, Ft. Monmouth, N. J. O
General Instrnments, Hicksville, L. I., N, Y. '
General Microelectronics Inc., Santa Clara, Calif, ‘
Goddard Space Flight Center. Greenbelt, Md, b
Hughes Aircraft, Culver Ci‘y, Calif. !
Monitor Systems, Ft, Washington, Pa. : i ‘
National Semiconductor, Danbury, Coun.
Norden, Norwalk, Conn.

North Electric, Gallion, Ohio

Power Components Inc., Scottdale, Pa,
Sanders Associates, Nashua, New Hampshire
Siliconix, Sunnyvale, Calif.

Sprague, North Adams, Mass.

Sperry Rand, St. Paul, Minn,

Sterling, Walter, Inc., Clarmont, Calif.
Stewart Warner, Santa Clara, Calif. !
Sylvania, Williamsville, N, Y, -
Sylvania, Woburn, Mase, \
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APPENDIX B

FAILURE ANALYSIS

The physics »f the failure approach, :.e., the search for basic failure
modes and mechanisms, has been perfcrmed systematically on all elec-
tronic hardware that failed during the Martin test program. This test
program is described in Section 3.

The first step in these investigations was to determine whether the
occurrence of failures was correlated with testing or the nonoperating

time. Only the failures correlated with nonoperating time are considered
! in this report.

The second step consisted of evaluating the failures to categorize them
into two basic causes:

- Type A - Failures caused by chemical and physical reactions that be-
: came evident after an extended nonoperating period;

Type B - Inherent manufacturing or design defects that passed initial
functional tests and finally became evident after nonoperating
periods,

n ""Y)W el

The actual laboratory failure analysis was conductid according to the
following procedure:

1 Extensive electrical tests of the characteristic parameters of the

particular part to verify and pinpoint the exact nature of the failure
mode;

feo

X=-ray analysis of the specimen prior to dissection;

fco

Gross and fine leak tests to check hermaticity, if applicable;

[ o>

Dissection and microscopic examination (up to 2000X) for visible
failure mechanisms;
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Additional analyses as required -

fen

a Chemical analysis

NPIPUSE 2N -

o

Metallurgical analysis

¢ Cross-sectioning of semiconductor junctions \

Electron probe analyses in diffusion and crys’al studies;

fo.

6 Photographing the characteristic evidence of failure mechanisms.

A et (et e s T

! Detailed reports of these analyses are found in Subsection 1 of this Appendix.

1. Case Histories
a. Type 1N315 Diode

1) Component Construction

This glass case germanium diode type failed twice. Its construc-
tion is shown in Figure B-1.

2) Determination of Failure Modes and Mechanisms

One diode was found to be shorted during electrical tests. Micro- -

scopic examination failed to reveal any defect in the wire whisker or the

germanium chip; however, examination revealed numerous cracks in the

g glass case around the lead-in wires. This is a common condition in glass-

) encased diodes which can lead to the introduction of moisture into the dicde

case. The check, to determine whether moisture is the cause of a short,

was made by applying heat to drive off any moisture present and then re-

peating the electrical measurements. There was an increase in resistance

with an increase in temperature, indicating that moisture was present.

R e S

This failure is Type A because the cracks were formed and in=-
creased in size over a period of time due to temperature change and a
difference in the expansior coefficients of the glass case and lead-1n wire,

b. Type 1N1735 Silicon Diode
1) Component Construction

The 1IN1735 diode is contained in an epoxy~coated metal case as
shown in Figure B-2. This type suffered two failures.
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Figure B-2, Diode (1N1735) Construction
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2) Determination of Failure Modes and Mechanisms

a) Short

One silicon diode exhibited a short during e?’éctrical tests.
X-ray examination failed to reveal any obvious defect. The epoxy coating
was carefully chipped from the metal can and the me®hanism of the short
became exposed as shown in Figure B-3.

~

Figure B-3. Shorted 1N1735 Diode |

It was evident that an excess of solder had been deposited on \
the insulation outside of the metal case and then covered by the epoxy.
The solder is making contact just enough to cause a short. To verify that
the solder was the cause of the short, the silicon chip was removed and
the short was found to still exist. Evidently, the short was not completely
made when the part was manufactured; instead, expansion and movement
of the leads completed the circuit. This is a Type B failure, caused by
an inherent manufacturing defect that became evident after storage and

testing.

This pao is veproduced at the
back of the repoit by a different
reproduction method o provide
better detail.
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b) Open

Electrical analysis showed one open failure for this part.
X=-ray analysis showed no defect; however, removal of the epoxy and
dissection of the can exposed a loose silicon chip. The bond between the
chip and lead-in posts was not strong enough and the chip came off with
age and handling. This appears to be a Type B failure.

c. Wet Electrolytic Tantalum Capacitor

1) Part Diagram

The wet electrolytic tantaium capacitor (2.5 mfd, 70 Vdc) is con-
structed as shown in Figure B=4. Two failures were observed for tlis

type.

AR o W £ 4 o 3 MR o i3 P

AwaS e & A

2 g e TSR HH AN IR
e ’..-. 3
Lead Wire /\

Case

Acid (H2$0 4), Electrolyte

Figure B-4. Capacitor, Tantalum, Wet Electrolyte,
Construction

4 2) Determination of Failure Modes and Mechanisms

During electrical tests, two tantalum capacitors exhibited very
high leakage currents. The capacitors were removed from th» circuit and
subjected to X-ray examination. The X-ray photos showed a deposit of
material connecting the anodes (tantalum slugs) to the capacitor cases.
The cases were opened and inspection revealed sufficient deposits on
the anode slug to partially shuce 1t to the case.

To explain this phenomenon, it must be shown that the common
failure mechanism for capacitors of this type is leakage of the seals. Tt
is not unusual for this to result ir partial or complete loss of the electro-
lyte or the introduction of impurities and moisture into the case. Subsequent
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chemical analysis of the deposit on the slug and case showed it to be silver
sulfide (Figure B-5 and B-6). These twc fzilures can be classified as
Type A because of the chemical reaction.of the acid electrolyte with the
silver case over an extended period in storage.

The latest designs of this type of capacitor incorporate a perfo-
rated teflen liner on the innér wall of the case to aid.in preventing shorts
from slug to case.

d. Solid Tantalum Capacitor
1) Primary Failure - Capacitor

A tantalum capacitor (6.8 mfd, 35 Vdc) exhibited very high current
leakage during electrical tests. X-ray photographs of the part failed to
show anything conclusive., After the part was opened, analysis of the man~
ganese dicxide type paste disclosed that extra moisture was present. A
fine coating of condensed water vapor was observed on the inside surface
of the eyelet and seal. It is probable that the failure mechanism in this
instance was a leaky seal which allowed fnoisture to form a current path
from lead to case. This failure can be classified as Type B.

2) Secondary Failures

Two Type 2N113ZPNP transistors in the circuit with the capacitors
exhibited shorts in the form of burned-out emitter leads. This was detectad
by X-ray and microscopic examination. These failures can be attributed
to the excessive current in the emitter circuits caused by the cap citor
shorts. Therefore they are classified as secondary failures.

e. Type MM-9299 Transistor, PNP Mesa Chip

Electrical analysis of the part showed an opening in the transistor
from the collector to the emitter and from the emitter to the base. When
examined microscopically, the emitter lead was found to be broken off
where it had been attached to the mesa transistor chip. The lead wires
in this type of transistor are wedge or pressure bonded to the transistor
chip. It was apparent from the examination that too much pressure had
been used in making the pressure weld, leaving the lead wire too thin at
the point of contact with the chip. During storage and handling, the lead
wire finally shifted to the open position. This failure is Type B, where
the manufacturing defect did not become apparent until after storage.
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Figure B-5. Corroded Case - Wet Tantalum Capacitor

Figure B-6. Deposit on Slug of Wet Tantalum Capacitor
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f. Type 2N2857 Transistor, NPN

1) Part Junction -Construction

Figure B<7 shows the details of the 2N2857 transistor junction.
Three failures on'this part type were noted.

2) Determination of Failure Modes and Mechanisinsg

Electrical analysis of these parts indicated emitter to base shorts.

After the cases were opened, microscopic examination revealed a metal-
ization path across the extremely close tolerance clearances between the
emitter and base fingers as shown in Figure B=-7. It was observed from
the excess metalization that the failures resulted from improper deposi-
tion of the contract material. The excess emitter contact metalization

was almost, but not quite, touching the base metalization, and this allowed
the parts to pass initial screening tests., Differential thermal expansion
during storage caused contact to be made and when operating current was
applied during test the short became evident. This is a Type B failure.

Region of Short

Base Fingers
(Photo Etched Contacts)

/ " Collector
Emfitiar Flngors
(Photo’ Ktched Contacts)

Figure B-7, Transistor Junction Construction

g. Wet Electrolytic Tantalum Capacitor
1) Part Diagram

The construction diagram for this tantalum capacitor is shown
in Figure B-8.
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2) Determination of Failure Modes and Mechanisms

Primary analysis indicated that the capacitor was shorted directly.
The part was then dissected for further analysis (Figures B-8, B-9, and
B-~10). It was evident from visual inspection that a hole or scratch in the
inner coating, which is acid resistant, permitted the acid electrolyte to
etch a holé in the inner silver case (Figure B-9). The acid electrolyte
was then in contact with the outer aluminum case (Figure B-11), It, of
course, then reacted with the aluminum case and steel anode to form meta-
llic salts (mostly Al,SO4 with FeS as determined by qualitative analysis
spot tests) which were deposited (Figure B-10) between the inner and outer
capsule cases, cau: ing the direct short (Figure B-8). This can be con-
sidered either a Type A or a Type B failure, depending on whether the
etched hole was made by a scratch on the inner coating, and missed by
manufacturing inspection or, over a long period, the acid finally ate through
the coating at the region of least thickness.

h. Type 2N335 NPN Silicon Grown Junction Transistor
1) Junction Structure - Silicon

The construction of the junction of the 2N335 transistor is shown
in Figure B-12,

2) Determination of Failure Modes and Mechanisms

Electrical analysis showed identical failure modes for two of
these transistors. Both had a collector-to-emitter and a collector-to-
base open junction,

After the cans were opcned it was evident with microscopic in=
spection that the silicon chip had broken in the collector region in both
cases (Figure B-12). It seems probable that a fault or crack had ¢ccurred
in the chip at the time the chip was bonded to the collector and emitter
posts. After a period of storage and handling, the chips finally became
completely separate at the site of the faults. These are Type B failures.

In the latest designs of this transistor, the silicon chip has been

repackaged to provide uniform support over its entire length by laying it
directly on a teflon insert whicl is firmly supported by the header.
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r - — Capsule Case (Aluminum)
Inner Case (Silver)
\\ Innar Coating '
Ftched Hole FIRS \ N Acid Electrolyte
\ X | Inert Gas Filled Space
Deposit Causing ) .
Direct Short Tantalum Slug
" Insulation
F—
‘ Anode

Figure B-8, Capacitor, Wet Tantalum, Construction
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i. Metal Filt Resistor, (7000} and (5768) . - -
1) Part Diagran

The- mternal construcﬂon of these metal fxlm ‘resistors, of which
two failed,. is- shown in Figure B-13

~~~~~

Lead Wire i External

Epoxy :| Ceramic Case Internal

. Cylinder Cement
Metal Cap Film

Figure B-13. Resistor, Mctal Film, Construction,
Specimens A and B

2) Determination of Failure Modes and Mechanisms

Measurement of these two resistors on a bridge indicatad that
the resistance was cutside the percent tolerance limits. To check for the
characteristic failure mechanisms of this part, namely, poor contact of
the bonding cement, pressure was applied inwardly to both leads of the
resistors. With an increase in pressure, the resistance was reduced in
both cases to the rated values. This indicated a loosening of the conduc~
tive bonding cement, therefore the parts were taken apart to verify this.
Figures B-14, B-15, B-16 show that the cement had indeed dried and
separated from the film~covered internal core. Figures B-14 and B-15
are of specimen A and Figure B~16 of specimen B.

These two resistor drift failures are then classified as Type A,
since the conductive cement, which is supposed to be permanently elastic
in quality, has dried out over a period of time,

j» Metal Film Resistor, 700 ohms
1) Part Diagram

Figure B-17 details the internal construction of the 700 ohm
resistor, one of which failed.
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Figure B-14. Bonding Cement Separation (Top View),
Metal FFilm Resistor, Specimen A

FFigure B-15. Bonding Cement Separation ‘Side View),
Metal Film Resistor, Specimen A
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Figure B-16. Bonding Separation, Metal
Film Resistor, Specimen B

& i

Lead Wire

Epoxy Potting Ceramic
End Cap Cylinder

Nickel Alloy
Spiral

Silver End
Coating

~
L.ead Wire
Cap Weld

Figure B~17. Resistor, Metal Film, Construction, Specimen C
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fi 2) Determination of Failure Modes and Mechanisms
Resistance bridge measuremeut of this resistor indicated a

resistance of approximately 700 kilohms, in contrast to the rated 700 ohms.
This indicated that there was an almost complete open in the resistor,
located in either the weld of the lead wire-to-cap, the junction of the end
cap-to-coated end of the ceramic cylinder, or the nickel alloy spiral

itself. To find the failure mechanisms, the epoxy was chipped away from
the resistor and the end caps removed. The lead wire welds were tested
and found to be good. A resistance reading across the spiral indicated

that the failure inechanism was in the spiral itself. The spiraled metal
film cylinder was sliced lengthwise with a 5/1000 cm diamond saw. Micro-
. scopic examination revealed a flaking of the spiraled film (Figure B-18).
The flake in the film had almost completely opened the circuit.

Figure B-18, Flaking of Metal Film Spiral - Metal

Film Resistor, Specimen C
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Further examination revealed the presence ot minute particles

under the metallic film. These particles were evidently the cause of the
flaking of the spiral as temperature fluctuations were experienced by the
resistor. The expansion coefficients for the nickel alloy film and the
ceramic substrate were of sufficiently different values to causce the flak-
ing of the film where the particles were coated over. This is a Type A
failure.

R R

k. Eleetronic Gate Microcircuit - Intermitient Short

This shorted electronic gate was responsible for the failure of its
next assembly, a micromodule circuit. When the part was opened and
examined microscopically, the cause of the intermittent short was im-
mediately evident (Figure B-19). This intermittent short was caused by
loose metallization in the container. It can be seen from the photograph
«that the metal came from the contat arca where the lead wire had been
improperly bonded. This is a Type B failure.
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1. Electronic Gate Microcircuit - Direct Short

Electrical analysis of the microcircuit indicated a direct short be-
tween the input diode and ground pin. Originally, this item had been a
component part of a micromodule circuit. The failure of the module was
pinpointed to the clectronic gate.

After the failure mode was determined. the microcircuit container
was opened to determune the failure mechanism. Microscopic inspection
revealed the short on the microciicuit chip. There was a bridge of mate-
rial between the diode and ground contacts (Figure B-20). The black dot
in the upper center of Figure B-20 is a particle of coating from the can
introduced during opening,
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Figure B-20. Improperly Ftehed Contact Material -
NMicrociveuit
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Further inspection of the die surface revealed the origin of the
failure to be contamination in the form of loose particles of deposited
aluminum conductor. Apparently the material was left on the die during
the etching process and was not removed by washing prior to hermetic
sealing. The free particles were later able to accumulate at a position
on the circuit (see circle, Figure B-20) which formed a shorting bridge.
This is classified as a Type B failure.

T
LSS

m. BElectronic Gate Micromodule

This micromodule, which failed once, was subjected to electrical
tests, and the failure mode was determined to be a disappearance of out-
put signal or a variance in the signal level. These intermittent phenomena
could be made to occur by exerting horizontal pressure on the module
while it was mounted in the test console socket. This was done by gently
tapping the module while maintaining the output signal. Further analysis
revealed that one pin (No. 13) had an intermittent open weld connection
inside the module potting. The mechanism of this failure was concluded
to be a faulty weld connection on pin No. 13.

This was a Type B failure, i.e., it was caused by an inherent meanu-
facturing defect that remained concealed until a period of nonoperating
time had elapsed.

n. Input Converter Micromodule

Upon electrically testing this input converter module, which failed
once, it was found that one of its four circuits was defective. The failure
was pinpointed to be across a diode (T1257) and a 3650 ohm resistor. The
reading across these two circui’ elements was 50 kilohms, whereas the
(normal) reading in the other three circuits was between 10 and 11 kilohms.
The high resistance reading was determined to be caused by the T1257
diode. When the module was depotted to expose the diode, the glass body
of the diode was found to possess multiple cracks. Applie¢ pressurée on
the leads would change the ohmic value of the diode. It was thus concluded
that the failure mode of high resistance was the result of a poor internal
diode circuit contact. The mechanism of this failure apparently was the
shrinkage or the potting material which cracked the diode glass and dam-
aged the diode internally. Further substantiation of this mechanism was
W furnished when it was found that two microcircuit cans had been subjected
| to the effects of high pressure as evidenced by a concave shape on the tops
) of the cans. The failure of the dicde was Type A.
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0. Microcircuit, Dual Line Driver

Test history on this device shows a definite trend of increasiag
reve.sc leakage current of the diode located at input pin No. 9. Further
tests showed breakdown beginning at 2VR as compared to 6.5 VR of the
other diodes similarily located at the remaining seven inputs. A gross
leak check conducted per MIL-STD-202C method 112 revealed leakage
appearing to ormginate from the lead-glass and glass-header seal areas.

Decapping and subsequent microscopic examination of the circuitry
revealed smearing of the subject lead bond pad and sceratching of the chip
at the periphery outside the isolation barrier. A metallization defect was
also noted at the adjacent diode (sce Figure B-21). These defects were
judged incidental to the operation of the circuit.
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From these observations the most probable cause of failure can be
stated as follows: A pinhole in the oxide layer at the P-N junction allowed
moisture originating from the poor hermetic seal to collect and produce
a leakage path. This mechanism was substantiated by recovery of the
diodes reverse leakage measurement after baking. This failure is due
to a defect introduced at the time of manufacture and therefore must be
classified as a Type B failure.

p. Mizromodule, Relay

Electrical tests indicated an open of the normally closed contucts
between pirs 8 and 10 in one of the two armature relays contained in the
micromodule, Depotting of the device and subsequent microscopic exam-
ination showed a fracture of the armature swing pia (Figure B-22),
Apparently the pivot pin was broken during part assembly. Later, after
the storage period, the armature slid down and contacted the iracture
burr. This prevented the armaturc from making the full swing, resulting
in the inability of the contacts to close. Since the fractured pin occurred
during manufacturing, this is a Type B failure.

~

Figure B-22. Microciveuit, Relay Armature Swing Pin
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q. Micromodule, Half Adder o

Tests showed an intermittent short to be occurring at pin No. 3 of the
subject micromodule. Depotting revealed a brcken weld of a microcircuit
lead which had been:connected to pin No. 3 (Figure 2-23). Investigation
revealed that the microcircuit lead to the external pia had been clipped
too short and was welded at the tip. This weld, over a reduced contact
area, caused an excessive concentration of heat resulting in a poor bond. ‘
Electrical contact was made but potting stresses and subsequent handling ‘
caused the bond to break. Sometimes a defect such as this is not apparent
because the potting material will hold the pin in contact with the lead.

Module Pin Area of High Heat

ooooooo
oooooooo

| ¢—— Microcircuit Lead

—
Proper Weld Defective Weld

Figure B-23. Micromodule, Half Adder

r. Frequency of Occurrence of Failure Mechanisms

The frequency of occurrence of failure mechanism is presented in
Table B-1,
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2. Nonoperating Failure Modes and Mechanisms

Listed in this subsection are nonoperating failure modes and mechanisms
from the laboratory analysis and the literature described earlier.

1 Transistors
a Opens (poor welds and bonds) -

Liead wires loose from crystal, inadequate bond between lead and
crystal;

Liead loose from crystal, too much bonding pressure as evidenced
by pressure cracks around bonding area, and severed lead wire;

Lead loose, metal-to~-metal or metal-to~silicon bonds open due
to poor alloying, improper surface cleaning;

Lead loose from lead-in post, poor weld;

Die off header due to improper cleaning of die or header, poor
header plating.

o

Opens, Change of Parameters (due to physical and chemical de=
gradation phenomenon) -

Corrosion from contamination introduced during manufacturing;

Purple plague, AuAl, formed when aluminum wires were bonded
to gold-plated posts;

Black plague, formed when gold wires were bonded to aluminum
metalization on top of silicon {with silicon acting as a catalyst to
form a mechanically weak and poorly conducting black intermetallic
compound);

Voiding in alloy region between wafer and header, which lowered
power dissipation and caused hot spots that contributed to wafer
cracking or fracture;

Degradation of current gain (hfe) by migration of metallic atoms,
change in surface state.
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Current Lieakage, Shorting, and Channeling (from physical and
chemical degradation phenomenon) -

Surface leakage from contamination on junctions and bad her-
metic seal;

Surface breakdown conducting particles across the junction, im-
proper junction cleaning;

Bulk leakage, conduction through a flaw in the silicon, usually a
crack;

Silicon surface leakage, with contamination reaching surface of
silicon by solid state diffusion through the oxide coating or by
way oi a porous oxide or flaw;

Water vapor in can resulting in conduction breakdown from water
absorption on silicon wafer;

Contamination, causing channeling or surface inversion layer;

Improper etching processes in photo~etch devices; high leakage
or shorts caused by mask misalignment; excess removal of oxide
under junction during etching; lifting of photo resistant mask dur-
ing etching to cause oxide removal; chipping or cracking die to
expose junction.

_g Resistors

a

Low-Power, Wirewound, Fixed Rcsistor -

Opens, change in resistance caused by internal moisture and
alkaline corrosion due to deflective seals and/or porous
coating;

Defective wire and terminations (terminal lead to cap, cap to
resistance wire);

Change in resistance due to intermittent contact between wire
and cap;

Intermittency due to poor internal welds;

Shorted turns and/or moisture causing change in resistance.
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Metal or Oxide Film Hermetically Sealed' Fixed Resistor -

Opens, change in resistance, with failures being more prevalent
in higher value resistors because the thinner films deteriorate
faster;

Corrosion from seal failures admitting: moisture and contamina-
tion;

Cracked cores from assembly stresses (substrate breckage)
causing film rupture;

Film flaking caused by either poor adhesion of thick film in low
value resistors, the differences in coefficients of expansion be-
tween the substrate and film, or the presence of foreign particles
under the film from inadequate cleaning of the ceramic substrate;

Opens, change in resistance from oxidation (during testing) result-
ing from constriction on the film spiral (explained by the fact that
when current passes through the constricted area, a hot spot is
created {o increase local oxidation and further constriction which
continues with periodic testing and storage until the film cracks
nr vaporizes to cause an open);

Film diffusion that changed resistance;

NigAl precipitated out, leading to an increase and then a decrease
in resistance.

Carbon Fixed Resistor -
Increased resistance caused by defective seals, resulting in the
absorption of moisture, which caused swelling of binder and

separation of particles;

Fractures in case and defective terminals, causing increased
resistance and eventual opens;

Increased resistance and opens caused by defective seals, which
admitted moisture and led to electrolysis with (dc) electrochemical
corrosion, gradual erosion.

Carbon Composition Film, Variable Resistor -

Increased resitance, decline in insulation resistance, and even-
tual opens from defective seals, swelling of binder from moisture,
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B erosion of track, corrosion of terminal connection, and oxidation of :
: metals. '

e Wirewound General and Precision Variable Resistors -
Increased resistance and opens resulting from defective seals
that permitted moisture penetration and subsequent corrosion
of wire and oxidation of metal parts.

f. Fixed Tantalum Film Resistor -

Exhibited the same failure mechanisms as metal film and oxide
film resistors. (Here, if the glass substrate contains alkaline
contamination, it can cause the formation of TaAlg at the negative
terminal resulting in resistance changes.)

3 Diodes

a Current Leakage and Shorts -

Moisture penetfration, cracked glass cases and seals;
Contamination, permitting current leakage;
Variations in dopletion layer width (reverse current instability);

Short caused by flaking of gold epoxy paste;

Short, excess solder outside silicon diode case, which caused
intermittent contact between leads and solder.

lor

Opens, Poor Connections -

Voids in alloy bonding of silicon wafer to heat sink;

Voids 1n junction region, poor wafer orientation;

Crystal dislocations;

Open, whisker burnouts due to constriction on whisker causing
localized heating and oxidation during testing. (This results in

further constriction as a repetitive process until an eventual
burnout of the whisker wire occurs.)

T
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4 Capacitors
a Glass or Vitreous Enamel Capacitor =

Change in capacitance caused hy moisture absorption through
lead seals;

Case defects that caused changes in performance parameters;

Voids, geometrical variations, ckange in capacitance, possibility
of shorts;

Alkali (Na) ion migration in the glass network [

Tantalum Foil Wet Capacitor -

o

High current leakage, internal contamination and/or electrolyte
leakage through faulty seals;

Opens, loss of electrolyte or electroly!e attack un weld;

Capacitance loss caused by electrolyte vapor diffusion through
seal; ,

External short due to electrolyte leaks that shorted lead to case.

Solid Electrolyte (MnOg) Tantalum Slug -

io

High leakage currents - shorts, defective seals, water vapor in-
troduction and condensation;

Shorts caused by excessive internal lead solder dislodged during
handling.

102,

Mylar Foii Capacitor
Shorts, crease in foil that caused an excessive voltage gradient;

Tantalum:, Solid and Sintered Slug, Wet Electrolyte -

o

; High leakage, defective seal that admitted moisture which resulted
“1 in corrocion, impurity introduced during manusacturing that also

: induced corrosion;

i

I,ow capacitance, leaky seals that permitted loss of electrolyte.
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Microelectronics

Current Leakage -

Intermetallic formation at lcad and chip bonds caused from the
use of aluminum-gold combination;

Contamination introduced during manufacturing.
Opens -

Poor bond between aluminum and dioxide caused by surface con-
tamination and/or inadequate process control;

Poor bouds caused by too low ox too high pressure in making
lead attachment;

Open in aluminum caused by corrosive action of water vapor,
soldering fluxes, >r surface scratchss.

Shorts -

Migration

Chip loose in can, causing intermittent shorts (came from con.
tact material and chipped off because of too much pressure in
lead attachment).

General Modes and Mechanisms =~

Pinhoieg in metal-oxide capacitors;

Poor contact of metal to silicon substrate;

Pinholes or weaknesses in oxide under metalized areas;
Microscopic breaks in interconnections.

Imiproper hermetic seal

Separation of contact from interconnection along etched oxide
step;

Oxide film between metal and substrate and subsequent poor or
marginal alloyir.g;

131

f

i
i
'

ot

]

4t e s

s




N e - - me e e N
B e e e e~ -SRI S

{:
{
4
]

S N ok BT, - et b e B G SN % P N Wl i 2% LTI 13 M T, g T gt Py 0 AP SRS Pt

o

i

Pinholes or weaknesses in oxide, shorts in metal-to-oxide=~
silicon capacitors;

Interconnections, breaks, or pinholes leading to opens, caused
by recrystallization of discrete regions of metal or by scratches
introduced during assembly and test;

Purple plague on transistors at point of contact between alumi=-
num and gold; .. i

Black plague where gold and aluminum are located on silicon.
6 Micromodules
Failure mechanism in vacuum deposited areas, impurities, and
undesirable reaction products, low density areas, pinholes, voids,
high electrical resistance areas;
Failu."2 mechanisms in plating processes and nonadherence to sub-

strete, porosity, pocr bonding, lack of uniformity, stressed and con-
tamiaated plating, property changes;

Failure mechanisms in capacitor material, specifically, nonuniform
dielectiric composition due to impurity content, and grain size,
porasity, and distribution in electrode composition causing increased
leakage current;

Failure mechanisms in silicon material, and crystal imperfection,
impurity concentration and distribution, orientation, and oxygen
content;

Failure mechanisms in joining such as variance in strength, metal.
lurgical integrity, galvanic action, stability, thermal compression
stability and bonding, ultrasonic welding, brazing, resistance welding,
soldering chip to header bonding;

Failure mechanisms in resistance wire welding such as alloy change
that led to changes in resistivity, residual stress, metallurgical
properties, plus surface contamination, inclusions, reduced wire
cross sections;

Failure mechanisms in epoxy mold.ng such as shrinkage of potting
which damaged component parts and led to moisture penetration,
poor adhesion, voids, outgassing, blistering, cracking, physical
property change;
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Failure mechanisms in semiconductor surface stability, resuiting.
. in ionized impurities, silicon dioxide epilayer defects, impurity
reactions, excessive current leakage, and channeling;

Thermal conductance, manifested as difference or change in heat
transfer characteristics (coefficients) of materials;

Contamination such as foreign particles, adverse atmosphere, in-
clusions, residual ionic materials, metallic salts;

Material compatibility, incompatibility, differences in thermal ex-
pansion coefficients, single cell potential, silicon die cracking,
ccurrosion reactions;

Package integrity, hermetic seal properties, joining-material
interface, improper filler materials (silicon grease, etc.); .

Inversion layers in transistcx and diodes.
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APPENDIX C
DESIGN NOTES

The summaries of collected data and failure analysis reports were
given to applicable Martin Marietta specialists for review. These spe-
cialists have many years of experience in the design, evaluation, applica-
tion, and test of parts. Drawing upon their knowledge and experience and
using the results of this study, they prepared design notes on the part
families for which the greatest quantity of data had been collected.

The notes in this appendix are intended as guides for obtaining the best
possible parts for long-term storage applications.

1. Low-Power Silicon Diodes
a, Catastrophic Storage Failure Rate
Military Standard one fit; High Reliability, 0.3 fit.
b. Failure Modes and Mechanisins
1) Degradation Failures
Characterized by excessive reverse leakage current and high
forward voltage drop. Surface contamination resulis in channeling because

of:

Contamination sealed in diode package

[

oo

Exposed junctions

Pinholes in oxide

feo

[

Contamination remaining under oxide and on surface of thz
chip.

Preceding page blank
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2) Catastrophic Failures
Opens and shorts caused by:

Improper location of internal whisker

Extra whiskers sealed within diode

j oo

Broken or deformed whiskers

Joo

L.ocse particles sealed within diode package (

| st

Cracked or fractured silicon chip

fen

1o

High current surge or voltage transient overstress.

c. Preferred Applicaiion
Long-duration storage at temperatures above 45°C should be avoided.
d. Prederred Procurement Practices, Incoming Inspection Tests
Procure only from sources whose process controls have been approved
and whose products continue to demonstrate a consistently high reliability.
Parts should be equal to or better than prescribed by MIL-S-38103.

e. Preferred User Test and Checkout Practices

All circuits incorporating these parts should be designed to permit
periodic checkout.

f. Preferred Vendor Manufacturing Practices
Manufacturing practices must include hermetic sealing; aveidance of
extraneous impurities, acids, and cleaning solutions; maximum caution to
ensure that adequate cleaning techniques are used.

g. Preferred Circuit Assembly Practices

Parts must be carefully handled and assembled to prevent seal
breahkage.

h. Other
Glass housing must be protected from strain when conformal coating |

materials are used for mounting on printed ~ircuit boards. Glass menis-
cus must not be broken during handling. A diode mounted backward may
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allow major damage to other components by resulting in inadequate pro-

iection from supplied power, etc.

2. Low-Power Silicon Transistors

a. Catastrophic Storage Failure. Rate

Military Standard, three fits; High Reliability, 0.7 fit,

b. Failure Modes and Mechanisms

1} Degradation Failures

Degradation failures such as low beta gain, high reverse current,
or silicon die surface contamination caused by:

1

jeo

Poor hermeiic seal (glass to metal) caused by -

Contamination or excess plating at well area

jo

b Thermal mismatch of glass and metal
¢ Cracked header;

Exposed (nonpassivated) junctions caused by improper masking
techniques;

Contamination -

On silicon surface

I

b Under oxide due to poor cleaning techniques

Pinholes in oxide.

lo

2) Catastrophic Opens

Failures caused by:

1

2

A . A ot o amr e A o e T

Intermetalic { . mation causing bonds to become brittle with
age;

Voids between die and header causing cracked waifer from
stress;
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Poor metalization due to -
a Improper masking
b Surface contamination;

Poor bonding techniques caused by -

o

Faulty wires

|o*

Dull wedge bonder

Inadequate heat at bond

{0

fa

Misplaced tond.

3) Catasirophic Shorts

Failures caused by:

1

2

)

Lead sage from silicon die to post with age, causing short to can
and/or header;

Foreign particles -

a Residue from photo resist process

b Weld splash

¢ Etching process particles not cleaned away;

Thermal runaway, high collector resistance path due to -

Cracked die

|

E Voids under die,

c. Preferred Application

Long duration storage at temperatures above 45°C should be avoided.

d. Preferred Procurement Practices, Incoming Inspection Tests

Procure only from sources whose process controls have been approved
and whose products continue to demonstrate a consistentty high reliability.
Parts should be equal to or better than MIL-S-38103.
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e. Preferred User Test and Checkout Practicss

All circuits incorporating these parts should be designed to permit
periodic checkout.

f. Preferred Vendor Manufacturing Practices

Must include hermetic sealing, oxidizing of aluminum before bonding
of leads, avoidance of extrancous impurities, acids, and cleaning solutions.

g. Preferred Circuit Assembly Practices
Parts must be carefully handled and assembled to prevent seal breakage.
3. Variable Wirewound Trimmer Resistors

a. Catastrophic Storage Foilure Rate

Military Standard, 5 fits; High Reliability, § fits,
b. Failure Modes und Macchanisms
1 Opens caused by defective wire and/or terminations;

Opens caused by internal moisture corrosion resulting from poor
seals;

oo

jeeo

Change in resistance caused by shorted turns and/or moisiure;

4 Intermittent opens due to wiper or clement corrasion and contami-
nation of element,

c. Preferred Application .
. o e
Recommended for dormant oneraiion and stomm&a%‘wmer a
fixed star value (see Glossary) canwmﬁdl

e

d. 'Préferggrwmmactices, Incoming Inspection Tests
Vendor rhiould be selected from sources qualified for MIL-R-
27208 or MIL-R-39015 practices;

\
10 lr-\

Power burn-in conditioning should be 100 percent at a minimuin
of 200 percent rsted power at room temperature (25°C);
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Procure only from sources whose process controls-fiave heen
approved and whose products continue to demonstrate a consistently
high rveliability;

Sources should be required tc supply 1 year of sequential periodic
MIL, spec test data prior to being cousidered.

e. Preferred User Test and Checkout Practices

Based on current experience, no special practices or restrictions
arz required.

f. Preferred Vendor Manufacturing Practices

All internal terminations should be resistance weldead;

All types musgt have stops, clutches, and O-ring seal with terminals
sealed and 100 percent lock test required;

Elements should be continuous filament without intermediate
splices;

Minimum resistance wire diameter of 1 mil should be used for
element, with maximum value of 10 kilohms and minimum value of
100 ohms;

Terminal lead of knurled configuration should be molded into case.

g. Preferred Circuit Assembly Practices
Parts should be assembled so that date code may be read;
2 Terminal pins shall not be bent during assembly.
4, Low-Power Wirewound Accurate Resistors
a. Catastrophic Storage Failure Rate
Military Standard, 5 fits; iligh Reliability, 1 fit,
b. Failure Modes and Mechanisms

1 Opens caused by defective wire and/or terminations;
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Opens caused by internal moisture, corrosion resulting from poor
seals and/or porous coating;

Change in resistance caused by shorted turns and/or moisture.

c. Preferred Application

Recommended for dormant operation and storage.

d. Preferred Procurement Practices, Incoming Inspection Tests

1

2

3

4

Vendor should be selecied from sources qualified for MIL-R-
39005;

Power burn-in conditioning should be 100 percent at a minimum
of 150 percent rated power at 125°C for 250 hours;

Procure only from sources whose process zontrols have been
approved and whose products continue to demonstrate a consistently
high reliability;

Sources should be required tc supply 1 year of sequential periodic
MIL spec test data prior to being considered.

e. Preferred User Test and Checkout Practices

Based on current experience, no special practices or restrictions are
required.

f. Preferred Vendor Manufacturing Practices

L

o> jeo

j

jo

g

All internal terminations should be resistance welded;

Elcments shonld be a continuous filament without intermediate
splices; T~ -

All cross-over points should have supplementary insulation;
Minimum diameter of 1 mil should be used for element;

Windings must be protected by a resilient material before
encapsulation;

Terminal lead connection to bobbin should be by molded into lead
construction or combination of knurled force fit, and end cap.
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g. Preferred Circuit Assembly Practices

jr—

2
3

4

Bend leads 1/8 inch minimum from ends of meniscus;
Support leads between bend and body of resistor when bending;
Assemble parts so that date code may be read;

Do not allow components to be twiste? after assembly.

5. Hermetically Sealed Metal Film Resistor

a. Catastrophic Storage Failure Rate

Military Standard, one fit; High Reliability, 0.2 fit.

b. Failure Modes and Mechanisms

1

2

3

Opens and changes in resistance caused by moisture and contamina-
tion because of seal failures;

Opens and intermittents caused by cracked cores resulting from
assembly stresses;

Resistance increases and opens resulting from film flaking caused
by poor adhesion of thick film in low value resistors (low ohms
per unit square),

c. Preferred Application

1

2

Recommended for dormant operation and storege where stability
with time is required;

Recommended that resistors having only the following values be
utilized because of the film thickness problem:

1000 to 150 K for 1/8 W
1002 to 1 MQ for 1/2 W,

. Preferred Procurement Practices, Incoming Inspection Tests

1 Vendor should be selected from sources qualified for MIL-R-

10509 and MIL-R-55182.
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Power burn-in conditioning 100 percent;

Procure only from sources whose process controls have been ap-
proved and whose products continue to demonstrate a consistently
high reliability;

Tap test for cracked cores;

Polarized light test for glass strain (longitudinal stress);

Hermetic seals should be 100 percent inspected for 1 x 1078 ce/s
leakage per MIL-STD-202,

e. Preferred User Test and Checkout Practices

Based on current experience, no special practices or restrictions
are required,

f. Preferred Vendor Manufacturing Practices

1

2

I Jeo

jen

=)

T

No conductive cements should be used;

Welding of resistance lead terminations to end caps preferred;
Glass to metal fusion seal is the preferred construction;
Exercise control of spiral cut and width;

Spiral length should be a minimum of 70 percent of effective
length beiween caps;

Regular width of ribbon, 0.006 min - absolute min, 0,004;

Regular width of helical cut, 0.005 min - absolute min, 0.003.

g. Preferred Circuit Assembly Practices

I oo o

jo

Visual inspection for glass seal breakage during assembly,
Bend leads 1/8 inch minimum from ends of meniscus;

Support leads between bend and body of resistor when bending;
Assemble parts so that date code may be read,

Do not allow components to be twisted after assembly.
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6. Low-Power Wirewound Resistors

a. Catastrophic Storage Failure Rate

g oge - o e
*),’.33 g".‘\!._.\

: Military Standard, 5 fits, High Reliability, 1 fit.
ik
b. Failure Modes and Mechanisms

1 Opens caused by internal moisture and alkaline corrosion
resulting from poor seals and/or porous coating;

2 Opens caused by defective wire and/or terminations (terminal
lead to cap, cap to resistance wire);

3 Change in resistance caused by contact between wire and edge
of cap when weld is not located near inner edge of cap;

4 Intermittency as a result of poor internal welds.
c. Preferred Application

Only resistors with vitreous enamel coating are recommended for
long duration storage.

d. Preferred Procurement Practices, Incoming Inspection Tests

1 Vendor shall be selected from sources qualified for MIL~R-
39007;

| oo

Pcwer burn-~in conditioning 100%; at 125°C for 250 hours;

3 Procure only from sources whose procesg controls have been
approved and whose products continue to demonstrate a consist-
ently high reliability,

e. Preferred User Test and Checkout Practices

Based on current experience, no special practices or resirictions
are required.

f. Preferred Vendor Manufacturing Practices
1 Use oxidized wire on all resistore utilizing 0.002 or smaller

resistance wire, with element wire welded to end caps close to
edge;
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2 Vitreous enamel should completrly encapsulate cap and lead
interface;

(K]

Only single layer windings should be permitted.

g. Preferred Circuit Assembly Practices

[+

Bend leads 1/8 inch minimum fron ends of meniscus;

e

Support leads between bend and body of resistor when bending;

Assemble parts so that date code may be read;

oo

f v

Do not allow components to he twisted after assembly;

fen

Use either epoxy or foam conformal coating for protection
from moisture;

[o

Control conformal coating thickness and location of resistor
above board to avoid damaging effects of thermal stresses.

7. Glass or Vitreous Enamel Capacitor
a. Catastrophic Storage Failure Rate
Military Standard, 0.2 fit; High Reliability, 0.05 fit.
b. Failure Modes

Moisiure absorption through lead seuals or case defects causing
changes in performance parameters,

c. Preferred Application

Recommended for dormant operation and long term storage, and
where capacitance stability, high insulatioa resistance, and low dissipation
factors are required.

d. Preferred Procurement Practices, Incoming Inspection Tests

Procure only from sources whose process controls have been ap-
proved and whose products continue to demonstrate, with documentation,
a consistently high reliability; 100 percent visual inspection for seals and
case defects,
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Preferred User Test and Checkout Practices

Based on current experience, no special practices or restrictions

are required.

f.

Preferred Vendor Manufacturing Practices
Ensure that seals.and cases are free of defects.
Preferred Circuit Assembly Practices

Bend leads 1/8 inch minimum from ends of case;

| =

2 Mounting by leads is not recommended;

3 Careiul handling required to prevent seal breakage and case
darnage.

8., Solid Tantzlum Capacitor

A

c.

Catastrophic Storage Failure Rate

Military Standard, 3 fits; High Reliability, 0.2 fit.
Failure Modes i
1 Excessive current leakage or short caused by defects in film;

Eaxacessive current leakage caused by moisture penetrating seal
and condensing on inside glass surface;

| o

{wo

Shorts caused by dislodging of excessive internal lead solder
during handling,

Preferred Application

Recommended for long-duration storage and dormant operation;

| —

| oo

Not recommended for use in timing circuits;

Cir-uit design should include a minimum of 3Q/volt effective
circuit resistance needed to protect against current surges and
voltage reversals,

j oo
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d. Preferred Procurement Practices, Incoming Inspection Tests

™)

T

[on

=2

7

Procure only from sources whose process controls have been
approved and whose products continue to demonstrate a consist-
ently high reliability;

Vendor should be selected from sources qualified for MIL-C-
39003;

Inspect 100 percent for dc leakage;
Check samples for capacitance and dissipation factor;

Hermetic seals should be 100 percent inspected for 1 x 10"8 cc/s
leakage per MIL-STD-202;

Procure only from sources who form their own tantalum pellet
and tantalum pentoxide;

Conduct 100 percent radiological inspection for excessive lead
solder and displaced anodes.

e. Preferred User Test and Checkout Practices

Based on current experience, no special practices or restrictions
are required,

f. Preferred Vendor Manufacturing Practices

1

2

jeo

| v

5

Use highest purity tantalum available;

Maintain rigid control over processes used in forming pellet,
sintering, and formation of dielectric;

Assemble in a clean atmosphere with particular emphasis on
soldering leads and sealing;

Ensure that anode assembly is free of all electrolyte and
cleaning solutions;

Round edges of slug to avcid thin spots in oxide.

g. Preferred Circuit Assembly Practices

1

Polarity of polarized capacitors must be observed;
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Bend leads 1/8 inch minimum from ends of lead welds;

Use heat sinks or equivalent protection when soldering small
case sizes;

When mounted by leads, protect anode lead from mechanical
strain,

9. Wet Tantalum Foil Capacitor
a. Catastrophic Storage Failure Rate
Military Standard, 20 fits; High Reliability, 2 fits.

b. Failure Modes and Mechanisms

High leakage current caused by internal contamination and/or
electrolyte leakage;

Opens caused by loss of electrolyte or electrolyte attack on
weld;

Capacitance loss as a result of electrolyte vapor diffusion
through seal;

External shorts caused by electrolyte leaks that short lead to
case,

c. Preferred Application

Not recommended for long durction storage because of state-of-
the art seal problems;

Use only if space limitations and circuitry require a high capac-
itance and voltage ratio to unit volume and where capacitance
stability is not a consideration;

Recommended in circuits where transient voltage spikes may be
encountered;

Do not use if there are periodic voltage reversals (polarized);

Should not be used at greatly reduced voltage levels during
dormant operation and then returned to rated load.
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d. Preferred Procurement Practices, Incoming Inspection Tests

1 Procure only from sources whose process controls have been ap-
proved and whose products continue to demonstrate a consistently

a high reliability (minimum quality must be equivalent to MIL-C-
: 39008),

| oo

Inspect 100 percent for dc and electrolyte leakage;

i 3 Periodic routine dissection of samples to check for manufacturing
defects;

4 Check samples for capacitance and dissipation factor.
e. Preferred User Test and Checkout Practices

All circuits incorporating these capacitors should be designed to
permit periodic checkout.

f. Preferred Vendor Manufacturing Practices
Use good quality mat<+ial and high purity foil assembled in a white
room atmosphere with distinct process control over dielectric forming
and sealing,

g. Preferred Circuit Assembly Practices

1 Polarity of polarized capacitors must be observed;

| oo

Bend leads 1/8 inch minimum from ends of welds;

| eo

Use heat sinks or equivalent protection when soldering small case
sizes;

| v

Do not mount by leads or in areas subject to high temperatures.
10. Microcircuits

Because of the replication of the silicon monolithic process in manufac-
turing current digital and linear microcircuits this design note has been so

developed as to apply to all types of digital and linear microcircuits,

a. Catastrophic Storage Failure Rate
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b. Failure Modes
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«

To establish a convenient and expeditious reference to monolithic

i?é microcircuit failure modes, the failure modes presented in Table VII -
’ XXVIOI of MIL-HDBK-217A have been revised and supplemented to reflect
7 dormant operating and storage program experience. This revision is

shown as Table C-I and can be used as a replacement for Table VI-XXVIII
of MIL-HDBK-217A. Additional information can be found in a Raytheon
report (Reference 51), an Autonetics report (Reference 52), and in RADC
report, reference 53,

c. Preferred Application

Reliability in microcircuit applications may be enhanced by use of
redundancy or standardization. To be successful, the redundancy technique
requires a knowledge of the various failure modes and the variation of the
failure modes among different parts suppliers. Also, redundancy increases
weight, power requirements, size, and the complexity of the system. Stand-
ardization is a very effective method for improving reliability if for no
other reason than that it minimizes the number of different components.
This minimization allows standardization of the production line process
control which effectively improves reliability.

Transient voltages (without current limiting) can be damaging to
microcircuits; therefore, transient suppression provisions must be made
for dormant operation, normal operation and during test and checkout.

d. Preferred Procurement and Vendor Manufacturing Practices

A Military Standard covering this paragraphis tobeissuedby December
1967, Until that time, References 54, 55, 56 and 67 should be used as guides.

e. Preferred User Test and Checkout Practices

Based on current experience, no special practices or restrictions
are required,

f. Preferred System Assembly Practices
The majority of microcircuits are packaged in TO-5 type cans or

flat packs. There has been considerable contrcversy over the best type of
external interconnection to use when assembling microcircuits. Both
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soldering and welding have beén used extensively, and the type of inter-

.connection chosen must be compatible with the packaging configuration.

Most recently, evidence has shown new welding techniques to be very
promising for improving the reliability of lead tie down (Reference 56).
The use of miniature connectors should be discouraged, since the con-
nector is often less reliable than the integrated circuit itself.

During mechanical mounting or machine lead bending of micro-
circuits, extreme care should be exercised to prevent destroying the
hermetic seal. Tests should be instituted to assure hermeticity after
any processing step that may damage the seal,

Proper handling procedures should be followed when cutting leads,
iligh shock levels, which may cause damage, can be generated with hard
surface carbide cutters. Shear action cutters, properly used, nullify
this problem.

Periedic routine dissection of samples should be performed by the
user to check for manufacturing defects.
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APPENDIX D

DETERMINATION OF WEIGHTED SEMILOGARITHMIC
LINEAR REGRESSION PLOT FOR FIGURE 2

It was desired to establish the mathematical expression for the observed
data points of Table XVI, A weighted semilogarithmic regression line or
plot was best suited for this purpose. The y vaiass represent the observed
catastrophic failure rates (in fits) and the x values the reciprocal of abso-

Maximum weight was given to the 25°C point since

it contained more than 96 percent of the experience part hours. According
to the postulate developed in Chapter 16 of Reference 71, the weighted re-
gression line should pass through this point x = 335, y = 20.6 and the point
representing the mean of the x's and the y's. Since the y values were plot-
ted on the log scale (Figure 2) the following method was used:

Determine § (A}

yxlo-z
In 0.206 = -1,57987
In 11..8 = 2,46810
In 16.6 = 2,80940
In 35.1 = 3.55820
In §9.7 = 4,08933
In 140 = 4,94164
In 236 = 5,46383
21.75063
21.7;3063 = 3.10723
antilog 3.10723 = 20.30
Fx 1072 = 20.30
y = 2030
153

Determine X (,-—1-)
-5 K
x(x10 )
335
250
235
221
210
190
174

——

1615

1615

-5
e 231 x 10

- -5
x = 231x 10
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The line passing through the 25°C point and the mean point was now ex-
tended to the y intercept {y = 6 x 107). The equation for the weighted semi-
logarithmic regressionline was determined by the method shown on pages
114 to 116 of Reference 72, The relationship desired is an exponential
cquation of the form ‘

mx
y = ae .,

The intercept, a is read at the point where the line cuts the ordinate at
x =0, The width of one cycle of semilog paper is a constant equal to 1n
10 - 1In 1 = 2,3026, Thus, it is convenient to take this distance for the side
ot; the triangle used to measure slope. Calling the base of this triangle
X', then:

or in this instance
2.3026
52 x 10°

= 4428.

=

5

Hence, the equation for the combined data regression line with negative
slope shown in Figure 2 is

y = 6x 107 e-4428x

The equation was then checked as follows:

°C X -4428x e~4426x Yeal Yobs

25 336 x 10-5  -14.878 0.344 x 1076 20,6 20.6

50 310 x 10-5 -13.727 0.107 x 10-9 64.2 None

5 287 x 105  -12.708 0.298 x 10~° 179 None
100 268 x 10-5 -11,867 0.692 x 10-9 415 None
125 251 x 10-9 -11,114 0.147 x 10-4 882 1,180
150 236 x 105  -10.450 0.287 x 10-4 1,722 1,660
175 223 x 1079 -9.874 0.513 x 104 3,078 3,510
200 211 x 1079 -9.343 0.873 x 10-4 5,238 5,970
250 191 x 109 -8.457 0.212 x 10-3 12,720 14,000
300 175 x 1079 -7.749 0.431 x 103 25,860 23,600
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